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WIRE DIA: 0.04 in
OUTSIDE DIA (BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
CENTER-TO-CENTER LENGTH: 1.34 in REF
TOTAL COILS: 4.68 REF each body
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs each body
SPRING RATE: 5.505 lbs/in REF each body

Units: inch, lbs
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OUTSIDE DIA (BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
CENTER-TO-CENTER LENGTH: 1.34 in REF
TOTAL COILS: 4.68 REF each body
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs each body
SPRING RATE: 5.505 lbs/in REF each body

Units: inch, lbs
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TOTAL COILS: 3.573 REF
SPRING RATE: 3.7 +/‐ 1.11 lbs/in
SOLID HEIGHT: 0.108 in + 5%
LOAD AT SOLID HEIGHT: 0.991 lbs REF
END TYPE: SQUARED AND FLAT

Units: inch, lbs

DIRECTION OF WIND: LEFT HAND
MATERIAL THICKNESS: 0.03 in REF
RADIAL WALL: 0.082 in REF
OUTSIDE DIA : 0.35 +/‐ 0.01 in
WORK OVER ROD DIAMETER: 0.15 in MIN
WORK OVER HOLE DIAMETER: 0.375 in MAX
FREE LENGTH: 0.375 +/‐ 0.03 in
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TOTAL COILS: 3.573 REF
SPRING RATE: 3.7 +/‐ 1.11 lbs/in
SOLID HEIGHT: 0.108 in + 5%
LOAD AT SOLID HEIGHT: 0.991 lbs REF
END TYPE: SQUARED AND FLAT

Units: inch, lbs

DIRECTION OF WIND: LEFT HAND
MATERIAL THICKNESS: 0.03 in REF
RADIAL WALL: 0.082 in REF
OUTSIDE DIA : 0.35 +/‐ 0.01 in
WORK OVER ROD DIAMETER: 0.15 in MIN
WORK OVER HOLE DIAMETER: 0.375 in MAX
FREE LENGTH: 0.375 +/‐ 0.03 in
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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WIRE DIA: 0.04 in
OUTSIDE DIA (BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
CENTER-TO-CENTER LENGTH: 1.34 in REF
TOTAL COILS: 4.68 REF each body
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs each body
SPRING RATE: 5.505 lbs/in REF each body

Units: inch, lbs
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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SPRING RATE: 734 +/- 73.4 lbs/in
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SPRINGS

Composite plastic springs
page 10.1

Micro coil compression springs
page 10.3

Compression springs
page 10.6

Die springs
page 10.14

Wave springs
page 10.19

Extension springs
page 10.23

Constant force springs
page 10.28

Torsion springs
page 10.26

Battery springs
page 10.30

Continuous length extension springs
page 10.34

SPRINGS
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LSL03

MATERIAL
RU-PEI I (Ultem polyetherimide resin alloy)

COLOUR
RO  Red
AR  Orange
GI  Yellow
VE  Green
VI  Purple

NOTES
** Minimum order 5 pcs.

Code Colour D d S x G L Flexural load
(N/mm)

Package
(pcs) **

LSL038038U000 RO 8,89 4,72 0,76 x 2,08 9,53 0,65 -
LSL038038U10G AR 8,89 4,72 0,76 x 2,08 9,53 0,98 -
LSL038038U20G GI 8,89 4,72 0,76 x 2,08 9,53 1,07 -
LSL038038U30G VE 8,89 4,72 0,76 x 2,08 9,53 1,18 -
LSL038038U40G VI 8,89 4,72 0,76 x 2,08 9,53 1,33 -
LSL038050U000 RO 8,89 4,72 0,76 x 2,08 12,7 0,46 -
LSL038050U10G AR 8,89 4,72 0,76 x 2,08 12,7 0,7 -
LSL038050U20G GI 8,89 4,72 0,76 x 2,08 12,7 0,77 -
LSL038050U30G VE 8,89 4,72 0,76 x 2,08 12,7 0,85 -
LSL038050U40G VI 8,89 4,72 0,76 x 2,08 12,7 0,96 -
LSL050050U000 RO 12,32 6,63 1,07 x 2,84 12,7 0,95 -
LSL050050U10G AR 12,32 6,63 1,07 x 2,84 12,7 1,43 -
LSL050050U20G GI 12,32 6,63 1,07 x 2,84 12,7 1,56 -
LSL050050U30G VE 12,32 6,63 1,07 x 2,84 12,7 1,73 -
LSL050050U40G VI 12,32 6,63 1,07 x 2,84 12,7 1,95 -
LSL050075U000 RO 11,94 6,25 1,07 x 2,84 19,05 0,62 -
LSL050075U10G AR 11,94 6,25 1,07 x 2,84 19,05 0,94 -
LSL050075U20G GI 11,94 6,25 1,07 x 2,84 19,05 1,03 -
LSL050075U30G VE 11,94 6,25 1,07 x 2,84 19,05 1,14 -
LSL050075U40G VI 11,94 6,25 1,07 x 2,84 19,05 1,28 -
LSL075075U000 RO 18,29 9,55 1,57 x 4,37 19,05 1,43 -
LSL075075U10G AR 18,29 9,55 1,57 x 4,37 19,05 2,17 -
LSL075075U20G GI 18,29 9,55 1,57 x 4,37 19,05 2,37 -
LSL075075U30G VE 18,29 9,55 1,57 x 4,37 19,05 2,62 -
LSL075075U40G VI 18,29 9,55 1,57 x 4,37 19,05 2,95 -
LSL075100U000 RO 18,29 9,55 1,57 x 4,37 25,4 1,02 -
LSL075100U10G AR 18,29 9,55 1,57 x 4,37 25,4 1,55 -
LSL075100U20G GI 18,29 9,55 1,57 x 4,37 25,4 1,69 -
LSL075100U30G VE 18,29 9,55 1,57 x 4,37 25,4 1,87 -
LSL075100U40G VI 18,29 9,55 1,57 x 4,37 25,4 2,11 -

COMPOSITE PLASTIC SPRING
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LSL03

MATERIAL
RU-PEI I (Ultem polyetherimide resin alloy)

COLOUR
RO  Red
AR  Orange
GI  Yellow
VE  Green
VI  Purple

NOTES
** Minimum order 5 pcs.

Code Colour D d S x G L Flexural load
(N/mm)

Package
(pcs) **

LSL100100U000 RO 24,51 12,83 2,16 x 5,84 25,4 2,04 -
LSL100100U10G AR 24,51 12,83 2,16 x 5,84 25,4 3,08 -
LSL100100U20G GI 24,51 12,83 2,16 x 5,84 25,4 3,37 -
LSL100100U30G VE 24,51 12,83 2,16 x 5,84 25,4 3,73 -
LSL100100U40G VI 24,51 12,83 2,16 x 5,84 25,4 4,2 -
LSL100125U000 RO 24,51 12,83 2,16 x 5,84 31,75 1,57 -
LSL100125U10G AR 24,51 12,83 2,16 x 5,84 31,75 2,37 -
LSL100125U20G GI 24,51 12,83 2,16 x 5,84 31,75 2,59 -
LSL100125U30G VE 24,51 12,83 2,16 x 5,84 31,75 2,87 -
LSL100125U40G VI 24,51 12,83 2,16 x 5,84 31,75 3,23 -

COMPOSITE PLASTIC SPRING
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WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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ELGILOY PER AMS 5833 (CHEM ONLY)
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MATERIAL:
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PROPRIETARY AND CONFIDENTIAL COMPRESSION SPRING - BANTAM SERIES
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WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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LS0CB

Code D Min. hole Ø S Approx. load 
at solid height 

(N)

L Flexural 
load 

(N/mm)

Solid height 
(approx.)

Package
(pcs) **

LS0CB0040A01E 0,64 0,81 0,1 0,796 1,27 1,537 0,76 -
LS0CB0040A02E 0,64 0,81 0,1 0,796 1,91 0,927 1,04 -
LS0CB0040A03E 0,64 0,81 0,1 0,796 2,54 0,664 1,35 -
LS0CB0040A04E 0,64 0,81 0,1 0,796 3,18 0,517 1,63 -
LS0CB0040A05E 0,64 0,81 0,1 0,796 3,81 0,423 1,93 -
LS0CB0040A06E 0,64 0,81 0,1 0,796 4,45 0,358 2,24 -
LS0CB0040A07E 0,64 0,81 0,1 0,796 5,08 0,311 2,51 -
LS0CB0040A08E 0,64 0,81 0,1 0,796 5,72 0,274 2,82 -
LS0CB0040A09E 0,64 0,81 0,1 0,796 6,35 0,246 3,1 -
LS0CB0045A01E 0,64 0,81 0,11 1,161 1,27 2,69 0,84 -
LS0CB0045A02E 0,64 0,81 0,11 1,161 1,91 1,597 1,17 -
LS0CB0045A03E 0,64 0,81 0,11 1,161 2,54 1,135 1,52 -
LS0CB0045A04E 0,64 0,81 0,11 1,161 3,18 0,881 1,85 -
LS0CB0045A05E 0,64 0,81 0,11 1,161 3,81 0,719 2,21 -
LS0CB0045A06E 0,64 0,81 0,11 1,161 4,45 0,608 2,54 -
LS0CB0045A07E 0,64 0,81 0,11 1,161 5,08 0,526 2,87 -
LS0CB0045A08E 0,64 0,81 0,11 1,161 5,72 0,464 3,23 -
LS0CB0045A09E 0,64 0,81 0,11 1,161 6,35 0,415 3,56 -
LS0CB0050A01E 0,64 0,81 0,13 1,632 1,27 4,571 0,91 -
LS0CB0050A02E 0,64 0,81 0,13 1,632 1,91 2,667 1,3 -
LS0CB0050A03E 0,64 0,81 0,13 1,632 2,54 1,882 1,68 -
LS0CB0050A04E 0,64 0,81 0,13 1,632 3,18 1,454 2,06 -
LS0CB0050A05E 0,64 0,81 0,13 1,632 3,81 1,185 2,44 -
LS0CB0050A06E 0,64 0,81 0,13 1,632 4,45 1 2,82 -
LS0CB0050A07E 0,64 0,81 0,13 1,632 5,08 0,865 3,2 -
LS0CB0050A08E 0,64 0,81 0,13 1,632 5,72 0,762 3,58 -
LS0CB0050A09E 0,64 0,81 0,13 1,632 6,35 0,681 3,96 -
LS0CB0055A01E 0,64 0,81 0,14 2,229 1,27 7,585 0,97 -
LS0CB0055A02E 0,64 0,81 0,14 2,229 1,91 4,343 1,4 -
LS0CB0055A03E 0,64 0,81 0,14 2,229 2,54 3,043 1,8 -
LS0CB0055A04E 0,64 0,81 0,14 2,229 3,18 2,342 2,24 -
LS0CB0055A05E 0,64 0,81 0,14 2,229 3,81 1,903 2,64 -
LS0CB0055A06E 0,64 0,81 0,14 2,229 4,45 1,603 3,05 -
LS0CB0055A07E 0,64 0,81 0,14 2,229 5,08 1,385 3,48 -
LS0CB0055A08E 0,64 0,81 0,14 2,229 5,72 1,219 3,89 -
LS0CB0055A09E 0,64 0,81 0,14 2,229 6,35 1,088 4,29 -

MATERIAL
Elgiloy® (Cobalt chrome nickel molybdenum alloy)

NOTES
** Minimum order 5 pcs.

MICRO COMPRESSION SPRING
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WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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ELGILOY PER AMS 5833 (CHEM ONLY)

NATURAL

MATERIAL:

01/01/2011S NAGLAPURA

CB0040A 01 E

PROPRIETARY AND CONFIDENTIAL COMPRESSION SPRING - BANTAM SERIES
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WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM
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DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
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WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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ELGILOY PER AMS 5833 (CHEM ONLY)

NATURAL

MATERIAL:

01/01/2011S NAGLAPURA
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LS0CB

Code D Min. hole Ø S Approx. load 
at solid height 

(N)

L Flexural 
load 

(N/mm)

Solid height 
(approx.)

Package
(pcs) **

LS0CBM010B01E 1,32 1,5 0,1 0,35 2 0,241 0,53 -
LS0CBM010B02E 1,32 1,5 0,1 0,35 3 0,151 0,69 -
LS0CBM010B03E 1,32 1,5 0,1 0,35 4 0,11 0,84 -
LS0CBM010B04E 1,32 1,5 0,1 0,35 5 0,087 0,97 -
LS0CBM010B05E 1,32 1,5 0,1 0,35 6 0,072 1,12 -
LS0CBM010B06E 1,32 1,5 0,1 0,35 7 0,061 1,24 -
LS0CBM010B07E 1,32 1,5 0,1 0,35 8 0,053 1,4 -
LS0CBM010B08E 1,32 1,5 0,1 0,35 9 0,047 1,52 -
LS0CBM010B09E 1,32 1,5 0,1 0,35 10 0,042 1,68 -
LS0CBM011B01E 1,32 1,5 0,11 0,5 2 0,366 0,64 -
LS0CBM011B02E 1,32 1,5 0,11 0,5 3 0,229 0,81 -
LS0CBM011B03E 1,32 1,5 0,11 0,5 4 0,166 0,99 -
LS0CBM011B04E 1,32 1,5 0,11 0,5 5 0,13 1,17 -
LS0CBM011B05E 1,32 1,5 0,11 0,5 6 0,107 1,35 -
LS0CBM011B06E 1,32 1,5 0,11 0,5 7 0,091 1,52 -
LS0CBM011B07E 1,32 1,5 0,11 0,5 8 0,079 1,7 -
LS0CBM011B08E 1,32 1,5 0,11 0,5 9 0,07 1,88 -
LS0CBM011B09E 1,32 1,5 0,11 0,5 10 0,063 2,06 -
LS0CBM013B01E 1,32 1,5 0,13 0,7 2 0,548 0,71 -
LS0CBM013B02E 1,32 1,5 0,13 0,7 3 0,339 0,94 -
LS0CBM013B03E 1,32 1,5 0,13 0,7 4 0,245 1,14 -
LS0CBM013B04E 1,32 1,5 0,13 0,7 5 0,192 1,35 -
LS0CBM013B05E 1,32 1,5 0,13 0,7 6 0,158 1,57 -
LS0CBM013B06E 1,32 1,5 0,13 0,7 7 0,134 1,78 -
LS0CBM013B07E 1,32 1,5 0,13 0,7 8 0,116 1,98 -
LS0CBM013B08E 1,32 1,5 0,13 0,7 9 0,103 2,21 -
LS0CBM013B09E 1,32 1,5 0,13 0,7 10 0,092 2,41 -
LS0CBM014B01E 1,32 1,5 0,14 0,95 2 0,798 0,81 -
LS0CBM014B02E 1,32 1,5 0,14 0,95 3 0,489 1,07 -
LS0CBM014B03E 1,32 1,5 0,14 0,95 4 0,352 1,3 -
LS0CBM014B04E 1,32 1,5 0,14 0,95 5 0,275 1,55 -
LS0CBM014B05E 1,32 1,5 0,14 0,95 6 0,226 1,8 -
LS0CBM014B06E 1,32 1,5 0,14 0,95 7 0,192 2,06 -
LS0CBM014B07E 1,32 1,5 0,14 0,95 8 0,166 2,29 -
LS0CBM014B08E 1,32 1,5 0,14 0,95 9 0,147 2,54 -
LS0CBM014B09E 1,32 1,5 0,14 0,95 10 0,132 2,79 -

MATERIAL
Elgiloy® (Cobalt chrome nickel molybdenum alloy)

NOTES
** Minimum order 5 pcs.

MICRO COMPRESSION SPRING



D
S

L

WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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MATERIAL:
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PROPRIETARY AND CONFIDENTIAL COMPRESSION SPRING - BANTAM SERIES
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WIRE DIA: 0.004 in
OUTSIDE DIA: 0.025 +/- 0.002 in
FREE LENGTH: 0.05 +/- 0.005 in
TOTAL COILS: 6.41 REF
SPRING RATE: 8.779 +/- 0.878 lbs/in
SOLID HEIGHT: 0.03 in + 5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 0.179 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED
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LEE SPRING COMPANY
140 58TH ST,
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DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
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LEE SPRING COMPANY IS PROHIBITED.
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ELGILOY PER AMS 5833 (CHEM ONLY)
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LS0CB

Code D Min. hole Ø S Approx. load 
at solid height 

(N)

L Flexural 
load 

(N/mm)

Solid height 
(approx.)

Package
(pcs) **

LS0CBM010C01E 1,65 1,8 0,1 0,25 3 0,103 0,58 -
LS0CBM010C02E 1,65 1,8 0,1 0,25 4 0,075 0,69 -
LS0CBM010C03E 1,65 1,8 0,1 0,25 5 0,059 0,79 -
LS0CBM010C04E 1,65 1,8 0,1 0,25 6 0,049 0,89 -
LS0CBM010C05E 1,65 1,8 0,1 0,25 7 0,042 0,99 -
LS0CBM010C06E 1,65 1,8 0,1 0,25 8 0,036 1,09 -
LS0CBM010C07E 1,65 1,8 0,1 0,25 9 0,032 1,19 -
LS0CBM010C08E 1,65 1,8 0,1 0,25 10 0,029 1,3 -
LS0CBM010C09E 1,65 1,8 0,1 0,25 12 0,024 1,5 -
LS0CBM011C01E 1,65 1,8 0,11 0,4 3 0,17 0,64 -
LS0CBM011C02E 1,65 1,8 0,11 0,4 4 0,124 0,76 -
LS0CBM011C03E 1,65 1,8 0,11 0,4 5 0,097 0,89 -
LS0CBM011C04E 1,65 1,8 0,11 0,4 6 0,08 0,99 -
LS0CBM011C05E 1,65 1,8 0,11 0,4 7 0,068 1,12 -
LS0CBM011C06E 1,65 1,8 0,11 0,4 8 0,059 1,22 -
LS0CBM011C07E 1,65 1,8 0,11 0,4 9 0,052 1,35 -
LS0CBM011C08E 1,65 1,8 0,11 0,4 10 0,047 1,45 -
LS0CBM011C09E 1,65 1,8 0,11 0,4 12 0,039 1,68 -
LS0CBM013C01E 1,65 1,8 0,13 0,55 3 0,244 0,76 -
LS0CBM013C02E 1,65 1,8 0,13 0,55 4 0,177 0,89 -
LS0CBM013C03E 1,65 1,8 0,13 0,55 5 0,139 1,04 -
LS0CBM013C04E 1,65 1,8 0,13 0,55 6 0,114 1,17 -
LS0CBM013C05E 1,65 1,8 0,13 0,55 7 0,097 1,32 -
LS0CBM013C06E 1,65 1,8 0,13 0,55 8 0,084 1,45 -
LS0CBM013C07E 1,65 1,8 0,13 0,55 9 0,074 1,6 -
LS0CBM013C08E 1,65 1,8 0,13 0,55 10 0,067 1,73 -
LS0CBM013C09E 1,65 1,8 0,13 0,55 12 0,055 2,01 -
LS0CBM014C01E 1,65 1,8 0,14 0,7 3 0,329 0,86 -
LS0CBM014C02E 1,65 1,8 0,14 0,7 4 0,237 1,04 -
LS0CBM014C03E 1,65 1,8 0,14 0,7 5 0,185 1,22 -
LS0CBM014C04E 1,65 1,8 0,14 0,7 6 0,152 1,4 -
LS0CBM014C05E 1,65 1,8 0,14 0,7 7 0,129 1,57 -
LS0CBM014C06E 1,65 1,8 0,14 0,7 8 0,112 1,75 -
LS0CBM014C07E 1,65 1,8 0,14 0,7 9 0,099 1,93 -
LS0CBM014C08E 1,65 1,8 0,14 0,7 10 0,089 2,11 -
LS0CBM014C09E 1,65 1,8 0,14 0,7 12 0,073 2,44 -

MATERIAL
Elgiloy® (Cobalt chrome nickel molybdenum alloy)

NOTES
** Minimum order 5 pcs.

MICRO COMPRESSION SPRING
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WIRE DIA: 0.008 in
OUTSIDE DIA: 0.218 +/- 0.008 in
FREE LENGTH: 0.313 +/- 0.02 in
TOTAL COILS: 4.746 REF
SPRING RATE: 0.201 +/- 0.02 lbs/in
SOLID HEIGHT: 0.046 in + 5%
LOAD AT SOLID HEIGHT: 0.054 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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NR
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FINISH:
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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STAINLESS STEEL 316 PER ASTM A313

ULTRASONICALLY CLEAN AND PASSIVATE PER ASTM A967
LP 008A 01 S316

MATERIAL:

LITE-PRESSURE COMPRESSION SPRING
S NAGLAPURA 01/01/2011
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WIRE DIA: 0.008 in
OUTSIDE DIA: 0.218 +/- 0.008 in
FREE LENGTH: 0.313 +/- 0.02 in
TOTAL COILS: 4.746 REF
SPRING RATE: 0.201 +/- 0.02 lbs/in
SOLID HEIGHT: 0.046 in + 5%
LOAD AT SOLID HEIGHT: 0.054 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs

REVISIONS
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THE INFORMATION CONTAINED IN THIS
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WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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STAINLESS STEEL 316 PER ASTM A313

ULTRASONICALLY CLEAN AND PASSIVATE PER ASTM A967
LP 008A 01 S316

MATERIAL:

LITE-PRESSURE COMPRESSION SPRING
S NAGLAPURA 01/01/2011
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LS0LP

MATERIAL
AISI316 (Stainless steel)

SURFACE TREATMENT 
Ultrasound passivation

NOTES 
End coils closed.
** Minimum order 5 pcs.

Code D S L Flexural load 
(N/mm)

Package
(pcs) **

LS0LP010B01S316 6,1 0,25 7,95 0,044 -
LS0LP010B02S316 6,1 0,25 12,7 0,027 -
LS0LP010B03S316 6,1 0,25 15,88 0,021 -
LS0LP010B04S316 6,1 0,25 19,05 0,017 -
LS0LP010B05S316 6,1 0,25 25,40 0,013 -
LS0LP010B06S316 6,1 0,25 31,75 0,01 -
LS0LP014B01S316 6,1 0,36 7,95 0,196 -
LS0LP014B02S316 6,1 0,36 12,7 0,116 -
LS0LP014B03S316 6,1 0,36 15,88 0,091 -
LS0LP014B04S316 6,1 0,36 19,05 0,075 -
LS0LP014B05S316 6,1 0,36 25,4 0,056 -
LS0LP014B06S316 6,1 0,36 31,75 0,044 -
LS0LP029N01S316 18,29 0,74 19,05 0,166 -
LS0LP029N02S316 18,29 0,74 25,4 0,121 -
LS0LP029N03S316 18,29 0,74 31,75 0,095 -
LS0LP029N04S316 18,29 0,74 38,1 0,078 -
LS0LP029N05S316 18,29 0,74 44,45 0,066 -
LS0LP029N06S316 18,29 0,74 50,8 0,058 -
LS0LP042N01S316 18,29 1,07 19,05 0,922 -
LS0LP042N02S316 18,29 1,07 25,4 0,658 -
LS0LP042N03S316 18,29 1,07 31,75 0,512 -
LS0LP042N04S316 18,29 1,07 38,1 0,419 -
LS0LP042N05S316 18,29 1,07 44,45 0,354 -
LS0LP042N06S316 18,29 1,07 50,8 0,307 -
LS0LP045S01S316 27,81 1,14 38,1 0,185 -
LS0LP045S02S316 27,81 1,14 44,45 0,156 -
LS0LP045S03S316 27,81 1,14 50,8 0,135 -
LS0LP045S04S316 27,81 1,14 57,15 0,119 -
LS0LP045S05S316 27,81 1,14 63,5 0,107 -
LS0LP045S06S316 27,81 1,14 69,85 0,096 -

COMPRESSION SPRING 
light load
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WIRE DIA: 0.008 in
OUTSIDE DIA: 0.218 +/- 0.008 in
FREE LENGTH: 0.313 +/- 0.02 in
TOTAL COILS: 4.746 REF
SPRING RATE: 0.201 +/- 0.02 lbs/in
SOLID HEIGHT: 0.046 in + 5%
LOAD AT SOLID HEIGHT: 0.054 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

STAINLESS STEEL 316 PER ASTM A313

ULTRASONICALLY CLEAN AND PASSIVATE PER ASTM A967
LP 008A 01 S316

MATERIAL:

LITE-PRESSURE COMPRESSION SPRING
S NAGLAPURA 01/01/2011
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WIRE DIA: 0.008 in
OUTSIDE DIA: 0.218 +/- 0.008 in
FREE LENGTH: 0.313 +/- 0.02 in
TOTAL COILS: 4.746 REF
SPRING RATE: 0.201 +/- 0.02 lbs/in
SOLID HEIGHT: 0.046 in + 5%
LOAD AT SOLID HEIGHT: 0.054 lbs REF
END TYPE: SQUARED, NOT GROUND

Units: inch, lbs
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FINISH:
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THE INFORMATION CONTAINED IN THIS
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REPRODUCTION IN PART OR AS A WHOLE
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STAINLESS STEEL 316 PER ASTM A313

ULTRASONICALLY CLEAN AND PASSIVATE PER ASTM A967
LP 008A 01 S316

MATERIAL:

LITE-PRESSURE COMPRESSION SPRING
S NAGLAPURA 01/01/2011
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Code D S L Flexural load 
(N/mm)

Package
(pcs) **

LS0LP063S01S316 27,81 1,59 38,1 0,981 -
LS0LP063S02S316 27,81 1,59 44,45 0,824 -
LS0LP063S03S316 27,81 1,59 50,8 0,71 -
LS0LP063S04S316 27,81 1,59 57,15 0,624 -
LS0LP063S05S316 27,81 1,59 63,5 0,556 -
LS0LP063S06S316 27,81 1,59 69,85 0,502 -
LS0LP080X01S316 40,13 2,03 44,45 1,043 -
LS0LP080X02S316 40,13 2,03 50,8 0,895 -
LS0LP080X03S316 40,13 2,03 57,15 0,783 -
LS0LP080X04S316 40,13 2,03 63,5 0,697 -
LS0LP080X05S316 40,13 2,03 69,85 0,627 -
LS0LP080X06S316 40,13 2,03 76,2 0,571 -
LSLP125ZK01S316 73,03 3,18 50,8 1,151 -
LSLP125ZK02S316 73,03 3,18 63,5 0,879 -
LSLP125ZK03S316 73,03 3,18 76,2 0,711 -
LSLP125ZK04S316 73,03 3,18 101,6 0,515 -
LSLP125ZK05S316 73,03 3,18 127 0,405 -
LSLP125ZK06S316 73,03 3,18 152,4 0,333 -
LSLP218ZK01S316 73,03 5,54 50,8 15,764 -
LSLP218ZK02S316 73,03 5,54 63,5 11,496 -
LSLP218ZK03S316 73,03 5,54 76,2 9,046 -
LSLP218ZK04S316 73,03 5,54 101,6 6,342 -
LSLP218ZK05S316 73,03 5,54 127 4,883 -
LSLP218ZK06S316 73,03 5,54 152,4 3,969 -

MATERIAL
AISI316 (Stainless steel)

SURFACE TREATMENT 
Ultrasound passivation

NOTES 
End coils closed.
** Minimum order 5 pcs.

COMPRESSION SPRING 
light load
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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MUSIC WIRE PER ASTM A228 or equivalent international standard

ZINC PLATED PER ASTM B633

MATERIAL:

COMPRESSION SPRING-STANDARD SERIES
01/01/2017EYEE

LCM035A 01 M

PROPRIETARY AND CONFIDENTIAL

D

S

L

WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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MUSIC WIRE PER ASTM A228 or equivalent international standard
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MATERIAL:
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC018B01M LS00LC018B01S LS0LC018B01S3 4,57 0,46 6,35 2,36 -
LS00LC018B02M LS00LC018B02S LS0LC018B02S3 4,57 0,46 7,95 1,93 -
LS00LC018B03M LS00LC018B03S LS0LC018B03S3 4,57 0,46 9,53 1,58 -
LS00LC018B04M LS00LC018B04S LS0LC018B04S3 4,57 0,46 11,13 1,4 -
LS00LC018B05M LS00LC018B05S LS0LC018B05S3 4,57 0,46 12,7 1,23 -
LS00LC018B06M LS00LC018B06S LS0LC018B06S3 4,57 0,46 14,3 1,05 -
LS00LC018B07M LS00LC018B07S LS0LC018B07S3 4,57 0,46 15,88 0,88 -
LS00LC018B08M LS00LC018B08S LS0LC018B08S3 4,57 0,46 17,48 0,79 -
LS00LC018B09M LS00LC018B09S LS0LC018B09S3 4,57 0,46 19,05 0,7 -
LS00LC018B10M LS00LC018B10S LS0LC018B10S3 4,57 0,46 22,23 0,63 -
LS00LC018B11M LS00LC018B11S LS0LC018B11S3 4,57 0,46 25,4 0,54 -
LS00LC018B12M LS00LC018B12S LS0LC018B12S3 4,57 0,46 31,75 0,44 -
LS00LC018B13M LS00LC018B13S LS0LC018B13S3 4,57 0,46 34,93 0,4 -
LS00LC018B14M LS00LC018B14S LS0LC018B14S3 4,57 0,46 38,1 0,35 -
LS00LC018B15M LS00LC018B15S LS0LC018B15S3 4,57 0,46 44,45 0,3 -
LS00LC018C01M LS00LC018C01S LS0LC018C01S3 6,1 0,46 6,35 1,65 -
LS00LC018C02M LS00LC018C02S LS0LC018C02S3 6,1 0,46 7,95 1,28 -
LS00LC018C03M LS00LC018C03S LS0LC018C03S3 6,1 0,46 9,53 1,03 -
LS00LC018C04M LS00LC018C04S LS0LC018C04S3 6,1 0,46 11,13 0,88 -
LS00LC018C05M LS00LC018C05S LS0LC018C05S3 6,1 0,46 12,7 0,75 -
LS00LC018C06M LS00LC018C06S LS0LC018C06S3 6,1 0,46 14,3 0,67 -
LS00LC018C07M LS00LC018C07S LS0LC018C07S3 6,1 0,46 15,88 0,6 -
LS00LC018C08M LS00LC018C08S LS0LC018C08S3 6,1 0,46 17,48 0,54 -
LS00LC018C09M LS00LC018C09S LS0LC018C09S3 6,1 0,46 19,05 0,49 -
LS00LC018C10M LS00LC018C10S LS0LC018C10S3 6,1 0,46 20,65 0,46 -
LS00LC018C11M LS00LC018C11S LS0LC018C11S3 6,1 0,46 22,23 0,42 -
LS00LC018C12M LS00LC018C12S LS0LC018C12S3 6,1 0,46 23,83 0,39 -
LS00LC018C13M LS00LC018C13S LS0LC018C13S3 6,1 0,46 25,4 0,37 -
LS00LC018C14M LS00LC018C14S LS0LC018C14S3 6,1 0,46 31,75 0,3 -
LS00LC018C15M LS00LC018C15S LS0LC018C15S3 6,1 0,46 38,1 0,23 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the  
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series
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S

L

WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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MUSIC WIRE PER ASTM A228 or equivalent international standard

ZINC PLATED PER ASTM B633

MATERIAL:

COMPRESSION SPRING-STANDARD SERIES
01/01/2017EYEE

LCM035A 01 M

PROPRIETARY AND CONFIDENTIAL
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
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of Part Number noted and is not
to scale.
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC018C16M LS00LC018C16S LS0LC018C16S3 6,1 0,46 44,45 0,21 -
LS00LC018C17M LS00LC018C17S LS0LC018C17S3 6,1 0,46 50,8 0,18 -
LS00LC042C01M LS00LC042C01S LS0LC042C01S3 6,1 1,07 9,53 26,44 -
LS00LC042C02M LS00LC042C02S LS0LC042C02S3 6,1 1,07 11,13 21,54 -
LS00LC042C03M LS00LC042C03S LS0LC042C03S3 6,1 1,07 12,7 18,56 -
LS00LC042C04M LS00LC042C04S LS0LC042C04S3 6,1 1,07 14,3 16,46 -
LS00LC042C05M LS00LC042C05S LS0LC042C05S3 6,1 1,07 15,88 14,88 -
LS00LC042C06M LS00LC042C06S LS0LC042C06S3 6,1 1,07 17,48 13,13 -
LS00LC042C07M LS00LC042C07S LS0LC042C07S3 6,1 1,07 19,05 11,38 -
LS00LC042C08M LS00LC042C08S LS0LC042C08S3 6,1 1,07 20,65 10,51 -
LS00LC042C09M LS00LC042C09S LS0LC042C09S3 6,1 1,07 22,23 9,81 -
LS00LC042C10M LS00LC042C10S LS0LC042C10S3 6,1 1,07 23,83 8,93 -
LS00LC042C11M LS00LC042C11S LS0LC042C11S3 6,1 1,07 25,4 8,4 -
LS00LC042C12M LS00LC042C12S LS0LC042C12S3 6,1 1,07 28,58 7,35 -
LS00LC042C13M LS00LC042C13S LS0LC042C13S3 6,1 1,07 31,75 6,65 -
LS00LC042C14M LS00LC042C14S LS0LC042C14S3 6,1 1,07 34,93 5,95 -
LS00LC042C15M LS00LC042C15S LS0LC042C15S3 6,1 1,07 38,1 5,43 -
LS00LC042C16M LS00LC042C16S LS0LC042C16S3 6,1 1,07 44,45 4,64 -
LS00LC042C17M LS00LC042C17S LS0LC042C17S3 6,1 1,07 50,8 4,03 -
LS00LC042C18M LS00LC042C18S LS0LC042C18S3 6,1 1,07 57,15 3,59 -
LS00LC042C19M LS00LC042C19S LS0LC042C19S3 6,1 1,07 63,5 3,12 -
LS00LC026E01M LS00LC026E01S LS0LC026E01S3 9,14 0,66 12,7 1,58 -
LS00LC026E02M LS00LC026E02S LS0LC026E02S3 9,14 0,66 14,3 1,4 -
LS00LC026E03M LS00LC026E03S LS0LC026E03S3 9,14 0,66 15,88 1,23 -
LS00LC026E04M LS00LC026E04S LS0LC026E04S3 9,14 0,66 17,48 1,14 -
LS00LC026E05M LS00LC026E05S LS0LC026E05S3 9,14 0,66 19,05 1,05 -
LS00LC026E06M LS00LC026E06S LS0LC026E06S3 9,14 0,66 20,65 0,96 -
LS00LC026E07M LS00LC026E07S LS0LC026E07S3 9,14 0,66 22,23 0,88 -
LS00LC026E08M LS00LC026E08S LS0LC026E08S3 9,14 0,66 23,83 0,79 -
LS00LC026E09M LS00LC026E09S LS0LC026E09S3 9,14 0,66 25,4 0,7 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series



D

S

L

WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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MATERIAL:

COMPRESSION SPRING-STANDARD SERIES
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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of Part Number noted and is not
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC026E10M LS00LC026E10S LS0LC026E10S3 9,14 0,66 28,58 0,61 -
LS00LC026E11M LS00LC026E11S LS0LC026E11S3 9,14 0,66 31,75 0,58 -
LS00LC026E12M LS00LC026E12S LS0LC026E12S3 9,14 0,66 38,1 0,47 -
LS00LC026E13M LS00LC026E13S LS0LC026E13S3 9,14 0,66 44,45 0,42 -
LS00LC026E14M LS00LC026E14S LS0LC026E14S3 9,14 0,66 50,8 0,37 -
LS00LC026E15M LS00LC026E15S LS0LC026E15S3 9,14 0,66 57,15 0,33 -
LS00LC042F01M LS00LC042F01S LS0LC042F01S3 10,67 1,07 12,7 5,95 -
LS00LC042F02M LS00LC042F02S LS0LC042F02S3 10,67 1,07 15,88 4,73 -
LS00LC042F03M LS00LC042F03S LS0LC042F03S3 10,67 1,07 19,05 3,85 -
LS00LC042F04M LS00LC042F04S LS0LC042F04S3 10,67 1,07 22,23 3,24 -
LS00LC042F05M LS00LC042F05S LS0LC042F05S3 10,67 1,07 25,4 2,8 -
LS00LC042F06M LS00LC042F06S LS0LC042F06S3 10,67 1,07 31,75 2,28 -
LS00LC042F07M LS00LC042F07S LS0LC042F07S3 10,67 1,07 38,1 1,84 -
LS00LC042F08M LS00LC042F08S LS0LC042F08S3 10,67 1,07 44,45 1,58 -
LS00LC042F09M LS00LC042F09S LS0LC042F09S3 10,67 1,07 50,8 1,31 -
LS00LC042F10M LS00LC042F10S LS0LC042F10S3 10,67 1,07 57,15 1,17 -
LS00LC042F11M LS00LC042F11S LS0LC042F11S3 10,67 1,07 63,5 1,05 -
LS00LC051F01M LS00LC051F01S LS0LC051F01S3 10,67 1,3 12,7 12,62 -
LS00LC051F02M LS00LC051F02S LS0LC051F02S3 10,67 1,3 15,88 9,61 -
LS00LC051F03M LS00LC051F03S LS0LC051F03S3 10,67 1,3 19,05 7,76 -
LS00LC051F04M LS00LC051F04S LS0LC051F04S3 10,67 1,3 22,23 6,5 -
LS00LC051F05M LS00LC051F05S LS0LC051F05S3 10,67 1,3 25,4 5,6 -
LS00LC051F06M LS00LC051F06S LS0LC051F06S3 10,67 1,3 31,75 4,38 -
LS00LC051F07M LS00LC051F07S LS0LC051F07S3 10,67 1,3 38,1 3,59 -
LS00LC051F08M LS00LC051F08S LS0LC051F08S3 10,67 1,3 44,45 3,05 -
LS00LC051F09M LS00LC051F09S LS0LC051F09S3 10,67 1,3 50,8 2,64 -
LS00LC051F10M LS00LC051F10S LS0LC051F10S3 10,67 1,3 57,15 2,35 -
LS00LC051F11M LS00LC051F11S LS0LC051F11S3 10,67 1,3 63,5 2,1 -
LS00LC042G01M LS00LC042G01S LS0LC042G01S3 12,19 1,07 12,7 4,9 -
LS00LC042G02M LS00LC042G02S LS0LC042G02S3 12,19 1,07 15,88 3,85 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC042G03M LS00LC042G03S LS0LC042G03S3 12,19 1,07 19,05 3,15 -
LS00LC042G04M LS00LC042G04S LS0LC042G04S3 12,19 1,07 22,23 2,63 -
LS00LC042G05M LS00LC042G05S LS0LC042G05S3 12,19 1,07 25,4 2,28 -
LS00LC042G06M LS00LC042G06S LS0LC042G06S3 12,19 1,07 31,75 1,75 -
LS00LC042G07M LS00LC042G07S LS0LC042G07S3 12,19 1,07 38,1 1,49 -
LS00LC042G08M LS00LC042G08S LS0LC042G08S3 12,19 1,07 41,28 1,35 -
LS00LC042G09M LS00LC042G09S LS0LC042G09S3 12,19 1,07 44,45 1,21 -
LS00LC042G10M LS00LC042G10S LS0LC042G10S3 12,19 1,07 50,8 1,05 -
LS00LC042G11M LS00LC042G11S LS0LC042G11S3 12,19 1,07 57,15 0,96 -
LS00LC042G12M LS00LC042G12S LS0LC042G12S3 12,19 1,07 63,5 0,88 -
LS00LC042G13M LS00LC042G13S LS0LC042G13S3 12,19 1,07 69,85 0,79 -
LS00LC042G14M LS00LC042G14S LS0LC042G14S3 12,19 1,07 76,2 0,72 -
LS00LC063G01M LS00LC063G01S LS0LC063G01S3 12,19 1,6 12,7 21,89 -
LS00LC063G02M LS00LC063G02S LS0LC063G02S3 12,19 1,6 15,88 16,63 -
LS00LC063G03M LS00LC063G03S LS0LC063G03S3 12,19 1,6 19,05 13,48 -
LS00LC063G04M LS00LC063G04S LS0LC063G04S3 12,19 1,6 22,23 11,38 -
LS00LC063G05M LS00LC063G05S LS0LC063G05S3 12,19 1,6 25,4 9,98 -
LS00LC063G06M LS00LC063G06S LS0LC063G06S3 12,19 1,6 31,75 7,88 -
LS00LC063G07M LS00LC063G07S LS0LC063G07S3 12,19 1,6 38,1 6,48 -
LS00LC063G08M LS00LC063G08S LS0LC063G08S3 12,19 1,6 41,28 5,95 -
LS00LC063G09M LS00LC063G09S LS0LC063G09S3 12,19 1,6 44,45 5,43 -
LS00LC063G10M LS00LC063G10S LS0LC063G10S3 12,19 1,6 50,8 4,73 -
LS00LC063G11M LS00LC063G11S LS0LC063G11S3 12,19 1,6 57,15 4,2 -
LS00LC063G12M LS00LC063G12S LS0LC063G12S3 12,19 1,6 63,5 3,73
LS00LC063G13M LS00LC063G13S LS0LC063G13S3 12,19 1,6 76,2 2,98 -
LS000LC045H0M LS000LC045H0S LS00LC045H0S3 15,24 1,14 12,7 3,8 -
LS00LC045H01M LS00LC045H01S LS0LC045H01S3 15,24 1,14 15,88 3,15 -
LS00LC045H02M LS00LC045H02S LS0LC045H02S3 15,24 1,14 19,05 2,63 -
LS00LC045H03M LS00LC045H03S LS0LC045H03S3 15,24 1,14 22,23 2,1 -
LS00LC045H04M LS00LC045H04S LS0LC045H04S3 15,24 1,14 25,4 1,84 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
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END TYPE: SQUARED AND GROUND
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC045H05M LS00LC045H05S LS0LC045H05S3 15,24 1,14 31,75 1,4 -
LS00LC045H06M LS00LC045H06S LS0LC045H06S3 15,24 1,14 38,1 1,14 -
LS00LC045H07M LS00LC045H07S LS0LC045H07S3 15,24 1,14 44,45 0,96 -
LS00LC045H08M LS00LC045H08S LS0LC045H08S3 15,24 1,14 50,8 0,84 -
LS00LC045H09M LS00LC045H09S LS0LC045H09S3 15,24 1,14 57,15 0,74 -
LS00LC045H10M LS00LC045H10S LS0LC045H10S3 15,24 1,14 63,5 0,67 -
LS00LC045H11M LS00LC045H11S LS0LC045H11S3 15,24 1,14 69,85 0,6 -
LS00LC045H12M LS00LC045H12S LS0LC045H12S3 15,24 1,14 76,2 0,54 -
LS00LC045H13M LS00LC045H13S LS0LC045H13S3 15,24 1,14 82,55 0,51 -
LS00LC045H14M LS00LC045H14S LS0LC045H14S3 15,24 1,14 88,9 0,47 -
LS00LC080H01M LS00LC080H01S LS0LC080H01S3 15,24 2,03 15,88 33,88 -
LS00LC080H02M LS00LC080H02S LS0LC080H02S3 15,24 2,03 19,05 26,7 -
LS00LC080H03M LS00LC080H03S LS0LC080H03S3 15,24 2,03 22,23 22,03 -
LS00LC080H04M LS00LC080H04S LS0LC080H04S3 15,24 2,03 25,4 18,75 -
LS00LC080H05M LS00LC080H05S LS0LC080H05S3 15,24 2,03 31,75 14,45 -
LS00LC080H06M LS00LC080H06S LS0LC080H06S3 15,24 2,03 38,1 11,75 -
LS00LC080H07M LS00LC080H07S LS0LC080H07S3 15,24 2,03 44,45 9,91 -
LS00LC080H08M LS00LC080H08S LS0LC080H08S3 15,24 2,03 50,8 8,56 -
LS00LC080H09M LS00LC080H09S LS0LC080H09S3 15,24 2,03 57,15 7,55 -
LS00LC080H10M LS00LC080H10S LS0LC080H10S3 15,24 2,03 63,5 6,72 -
LS00LC080H11M LS00LC080H11S LS0LC080H11S3 15,24 2,03 69,85 6,08 -
LS00LC080H12M LS00LC080H12S LS0LC080H12S3 15,24 2,03 76,2 5,55 -
LS00LC080H13M LS00LC080H13S LS0LC080H13S3 15,24 2,03 82,55 5,1 -
LS00LC080H14M LS00LC080H14S LS0LC080H14S3 15,24 2,03 88,9 4,73 -
LS00LC080H15M LS00LC080H15S LS0LC080H15S3 15,24 2,03 95,25 4,4 -
LS00LC080H16M LS00LC080H16S LS0LC080H16S3 15,24 2,03 101,6 4,1 -
LS000LC080J0M LS000LC080J0S LS00LC080J0S3 18,29 2,03 19,05 17,07 -
LS00LC080J01M LS00LC080J01S LS0LC080J01S3 18,29 2,03 22,23 14,06 -
LS00LC080J02M LS00LC080J02S LS0LC080J02S3 18,29 2,03 25,4 11,99 -
LS00LC080J03M LS00LC080J03S LS0LC080J03S3 18,29 2,03 31,75 9,23 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series
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WIRE DIA:  0.014 in
OUTSIDE DIA: 0.118 +/- 0.003 in
TO WORK IN HOLE: 0.126 in MAX
TO WORK OVER ROD: 0.083 in MIN
FREE LENGTH: 0.256 +/- 0.018 in 
TOTAL COILS: 6.38 REF
SPRING RATE: 10.88 +/- 1.088 lbs/in
SOLID HEIGHT: 0.094 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1.83 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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LS00L-C

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LC080J04M LS00LC080J04S LS0LC080J04S3 18,29 2,03 38,1 7,51 -
LS00LC080J05M LS00LC080J05S LS0LC080J05S3 18,29 2,03 44,45 6,32 -
LS00LC080J06M LS00LC080J06S LS0LC080J06S3 18,29 2,03 50,8 5,46 -
LS00LC080J07M LS00LC080J07S LS0LC080J07S3 18,29 2,03 57,15 4,82 -
LS00LC080J08M LS00LC080J08S LS0LC080J08S3 18,29 2,03 63,5 4,29 -
LS00LC080J09M LS00LC080J09S LS0LC080J09S3 18,29 2,03 69,85 3,89 -
LS00LC080J10M LS00LC080J10S LS0LC080J10S3 18,29 2,03 76,2 3,54 -
LS00LC080J11M LS00LC080J11S LS0LC080J11S3 18,29 2,03 88,9 2,98 -
LS00LC080J12M LS00LC080J12S LS0LC080J12S3 18,29 2,03 101,6 2,59 -
LS000LC095J0M LS000LC095J0S LS00LC095J0S3 18,29 2,41 19,05 38,17 -
LS00LC095J01M LS00LC095J01S LS0LC095J01S3 18,29 2,41 22,23 31,26 -
LS00LC095J02M LS00LC095J02S LS0LC095J02S3 18,29 2,41 25,4 26,42 -
LS00LC095J03M LS00LC095J03S LS0LC095J03S3 18,29 2,41 31,75 20,19 -
LS00LC095J04M LS00LC095J04S LS0LC095J04S3 18,29 2,41 38,1 16,35 -
LS00LC095J05M LS00LC095J05S LS0LC095J05S3 18,29 2,41 44,45 13,73 -
LS00LC095J06M LS00LC095J06S LS0LC095J06S3 18,29 2,41 50,8 11,84 -
LS00LC095J07M LS00LC095J07S LS0LC095J07S3 18,29 2,41 57,15 10,4 -
LS00LC095J08M LS00LC095J08S LS0LC095J08S3 18,29 2,41 63,5 9,26 -
LS00LC095J09M LS00LC095J09S LS0LC095J09S3 18,29 2,41 69,85 8,37 -
LS00LC095J10M LS00LC095J10S LS0LC095J10S3 18,29 2,41 76,2 7,62 -
LS00LC095J11M LS00LC095J11S LS0LC095J11S3 18,29 2,41 88,9 6,48 -
LS00LC095J12M LS00LC095J12S LS0LC095J12S3 18,29 2,41 101,6 5,62 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel)  passivated

NOTES
End coils closed and ground.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.

COMPRESSION SPRING 
standard series
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND
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LS00L-A

MATERIAL
Spring Steel
CR-SI (Chromium silicon alloy)

SURFACE TREATMENT
Polyester powder coating

COLOUR
GR  Grey 
 
NOTES
Ideal operating range from 25% to 35% of the free 
length.
End coils closed and ground.
** Minimum order 5 pcs.

Code
spring steel

Code
CR-SI

Min. hole Ø Max. rod Ø D S L Flexural 
load

(N/mm)

Load at 50% 
deflection 

(N)

Solid height Coils Package
(pcs) **

LS00LHL500A01 - 12,7 7,14 12,19 1,78 25,4 17,51 222 12,5 7,2 -
LS00LHL500A02 - 12,7 7,14 11,96 1,83 31,75 16,11 256 15,8 8,9 -
LS00LHL500A03 - 12,7 7,14 11,81 1,83 38,1 13,31 254 19,1 10,7 -
LS00LHL500A04 - 12,7 7,14 11,58 1,83 44,45 11,91 265 22,1 12,5 -
LS00LHL500A05 - 12,7 7,14 12,01 1,91 50,8 11,21 285 25,4 13,8 -
LS00LHL500A06 - 12,7 7,14 11,86 1,91 63,5 9,11 289 31,5 17,2 -
LS00LHL500A07 - 12,7 7,14 12,07 1,91 76,2 7,01 267 37,9 20,5 -
LS00LHL500A08 - 12,7 7,14 11,84 1,83 88,9 5,25 234 42,4 24 -
LS00LHL500A8A - 12,7 7,14 12,07 1,83 101,6 4,82 245 48,3 24,4 -
LS00LHL500A09 - 12,7 7,14 12,14 1,91 114,3 4,38 250 56,9 31 -
LS00LHL500A9A - 12,7 7,14 12,07 1,83 127 3,85 245 59,4 30 -
LS00LHL500A10 - 12,7 7,14 12,01 1,91 139,7 3,68 234 76,2 37,9 -
LS0LHL500A10A - 12,7 7,14 12,07 1,83 152,4 3,15 240 71,6 36,2 -
LS00LHL500A11 - 12,7 7,14 11,63 1,83 165,1 2,8 231 80,8 45,8 -
LS0LHL500A11A - 12,7 7,14 12,12 1,83 177,8 2,63 234 84,3 42,5 -
LS00LHL500A12 - 12,7 7,14 11,84 1,78 190,5 1,93 184 93,5 54,7 -
LS0LHL500A12A - 12,7 7,14 11,94 1,7 203,2 1,75 178 94 48,2 -

- LS0LHL1250A01 31,75 15,88 30,48 3,96 38,1 47,29 901 19,1 4,8 -
- LS0LHL1250A02 31,75 15,88 30,48 3,96 44,45 38,53 856 21,6 5,4 -
- LS0LHL1250A03 31,75 15,88 30,48 3,96 50,8 33,28 845 23,9 5,9 -
- LS0LHL1250A04 31,75 15,88 30,48 4,11 63,5 29,77 945 30 7,2 -
- LS0LHL1250A05 31,75 15,88 30,86 4,32 76,2 27,5 1,051 37,6 8,7 -
- LS0LHL1250A06 31,75 15,88 30,48 4,32 88,9 24,52 1,09 42,9 9,9 -
- LS0LHL1250A07 31,75 15,88 30,48 4,32 101,6 21,02 1,068 48,5 11,2 -
- LS0LHL1250A08 31,75 15,88 29,97 4,32 114,3 19,26 1,101 54,6 12,6 -
- LS0LHL1250A09 31,75 15,88 29,72 4,32 127 17,51 1,112 60,7 14 -
- LS0LHL1250A10 31,75 15,88 29,72 4,32 139,7 15,76 1,101 66,6 15,3 -
- LS0LHL1250A11 31,75 15,88 29,72 4,32 152,4 14,36 1,094 71,9 16,6 -
- LS0LHL1250A12 31,75 15,88 29,72 4,32 177,8 12,22 1,087 82,9 19,2 -
- LS0LHL1250A13 31,75 15,88 29,97 4,50 203,2 13,13 1,334 96 20,6 -
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs
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LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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ZONE REV. DESCRIPTION DATE APPROVED
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM
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DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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LS0LH

Code
spring steel

Code
CR-SI

Min. hole Ø Max. rod Ø D S L Flexural 
load

(N/mm)

Load at 50% 
deflection 

(N)

Solid height Coils Package
(pcs) **

LS0LHL500AB01 - 12,7 7,14 12,07 1,91 25,4 23,47 221 14,7 7,5 -
LS0LHL500AB02 - 12,7 7,14 12,07 1,91 31,75 18,91 222 17,5 8,9 -
LS0LHL500AB03 - 12,7 7,14 12,07 1,98 38,1 17,16 242 22,6 11,1 -
LS0LHL500AB04 - 12,7 7,14 12,07 1,98 44,45 15,06 248 25,4 12,3 -
LS0LHL500AB05 - 12,7 7,14 12,07 1,98 50,8 13,31 250 27,9 13,7 -
LS0LHL500AB06 - 12,7 7,14 12,07 1,98 63,5 10,51 247 34,3 16,8 -
LS0LHL500AB07 - 12,7 7,14 12,07 1,98 76,2 8,41 237 41,9 20,5 -
LS0LHL500AB08 - 12,7 7,14 12,07 1,98 88,9 6,66 219 52,3 25,4 -
LS0LHL500AB09 - 12,7 7,14 12,07 1,98 152,4 3,5 198 94,7 46,4 -

- LSLHL1250AB01 31,75 15,88 30,48 4,5 38,1 81,96 1,155 23,6 4,8 -
- LSLHL1250AB02 31,75 15,88 30,23 4,5 44,45 70,75 1,164 26,4 5,4 -
- LSLHL1250AB03 31,75 15,88 29,72 4,5 50,8 62,87 1,182 30 6 -
- LSLHL1250AB04 31,75 15,88 29,97 4,75 63,5 55,69 1,309 37,3 7,7 -
- LSLHL1250AB05 31,75 15,88 29,72 4,88 76,2 50,26 1,417 46,5 9,3 -
- LSLHL1250AB06 31,75 15,88 29,72 4,88 88,9 43,26 1,423 52,6 10,5 -
- LSLHL1250AB07 31,75 15,88 29,72 4,88 101,6 37,83 1,422 58,7 11,7 -
- LSLHL1250AB08 31,75 15,88 29,46 4,88 114,3 33,98 1,437 65,5 13,1 -
- LSLHL1250AB09 31,75 15,88 29,21 4,88 127 30,82 1,448 73,7 14,6 -
- LSLHL1250AB10 31,75 15,88 29,46 4,88 139,7 27,5 1,421 79 15,7 -
- LSLHL1250AB11 31,75 15,88 29,46 4,88 152,4 25,22 1,422 85,1 17 -

MATERIAL
Spring Steel
CR-SI (Chromium silicon alloy)

SURFACE TREATMENT
Polyester powder coating

COLOUR
BE  Beige 

NOTES
Ideal operating range from 25% to 35% of the free 
length.
End coils closed and ground.
** Minimum order 5 pcs.

DIE SPRING 
medium plus load
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE
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MFG APPR.
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DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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SHOTPEEN AND POWDER COAT ORANGE (FULL COVERAGE)
LHL 2000D 09

MATERIAL:

HEFTY DIE COMPRESSION SPRING

MUSIC WIRE or OIL TEMPERED CHROME SILICON

EYEE 01/27/2017
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE
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MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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HEFTY DIE COMPRESSION SPRING
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LS00L-B

MATERIAL
Spring Steel
CR-SI (Chromium silicon alloy)

SURFACE TREATMENT
Polyester powder coating

COLOUR
VI  Purple 

NOTES
Ideal operating range from 20% to 25% of the free 
length.
End coils closed and ground.
** Minimum order 5 pcs.

Code
spring steel

Code
CR-SI

Min. hole Ø Max. rod Ø D S L Flexural 
load

(N/mm)

Load at 50% 
deflection 

(N)

Solid height Coils Package
(pcs) **

LS00LHL500B01 - 12,7 7,14 11,71 1,98 25,4 29,42 277 15,5 7,9 -
LS00LHL500B02 - 12,7 7,14 11,84 2,03 31,75 24,34 286 19,6 9,7 -
LS00LHL500B03 - 12,7 7,14 11,56 2,03 38,1 21,02 296 23,4 11,7 -
LS00LHL500B04 - 12,7 7,14 11,68 2,03 44,45 18,21 299 25,7 12,8 -
LS00LHL500B05 - 12,7 7,14 11,71 2,03 50,8 15,24 286 29,7 14,8 -
LS00LHL500B06 - 12,7 7,14 11,71 2,03 63,5 11,91 280 36,8 18,3 -
LS00LHL500B07 - 12,7 7,14 11,71 2,03 76,2 9,98 282 42,9 21,5 -
LS00LHL500B08 - 12,7 7,14 11,71 2,03 88,9 8,23 271 51,3 25,6 -
LS00LHL500B8A - 12,7 7,14 11,71 2,03 101,6 7,53 283 60,5 27,8 -
LS00LHL500B8B - 12,7 7,14 11,71 2,03 127 5,95 280 75,4 34,7 -
LS00LHL500B09 - 12,7 7,14 11,71 2,03 152,4 4,73 266 86,4 43,1 -
LS00LHL500B10 - 12,7 7,14 11,71 2,03 177,8 4,38 288 104,1 46,4 -
LS00LHL500B11 - 12,7 7,14 11,71 2,03 203,2 3,85 290 115,3 52,5 -

- LS0LHL1250B01 31,75 15,88 30,48 4,95 38,1 126,97 1,79 24 4,8 -
- LS0LHL1250B02 31,75 15,88 30,23 4,95 44,45 105,08 1,728 27,4 5,5 -
- LS0LHL1250B03 31,75 15,88 29,46 4,95 50,8 94,57 1,778 31,4 6,3 -
- LS0LHL1250B04 31,75 15,88 30,35 5,26 63,5 87,57 2,057 39,5 7,5 -
- LS0LHL1250B05 31,75 15,88 29,59 5,26 76,2 75,31 2,123 47,4 9 -
- LS0LHL1250B06 31,75 15,88 29,46 5,26 88,9 63,92 2,104 54,6 10,4 -
- LS0LHL1250B07 31,75 15,88 29,46 5,26 101,6 55,17 2,074 61,6 11,7 -
- LS0LHL1250B08 31,75 15,88 29,08 5,26 114,3 49,91 2,111 69,9 13,2 -
- LS0LHL1250B09 31,75 15,88 28,96 5,26 127 44,66 2,099 77,9 14,7 -
- LS0LHL1250B10 31,75 15,88 29,21 5,26 139,7 39,4 2,037 84,3 16 -
- LS0LHL1250B11 31,75 15,88 29,21 5,26 152,4 35,9 2,024 91,6 17,4 -
- LS0LHL1250B12 31,75 15,88 29,21 5,26 177,8 30,47 2,005 105,6 20,1 -
- LS0LHL1250B13 31,75 15,88 30,23 5,54 203,2 32,22 2,423 121,4 21,2 -

LS00LHL500C8B - 12,7 7,14 12,12 2,21 127 8,23 314 78,7 32,8 -

DIE SPRING 
medium heavy load
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE: 0.5:1
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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SHOTPEEN AND POWDER COAT ORANGE (FULL COVERAGE)
LHL 2000D 09

MATERIAL:

HEFTY DIE COMPRESSION SPRING

MUSIC WIRE or OIL TEMPERED CHROME SILICON

EYEE 01/27/2017

L

D

S
WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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LS00L-D

Code
spring steel

Code
CR-SI

Min. hole Ø Max. rod Ø D S L Flexural 
load

(N/mm)

Load at 50% 
deflection 

(N)

Solid height Coils Package
(pcs) **

LS00LHL500C01 - 12,7 7,14 12,07 2,16 25,4 41,33 315 16,3 7,6 -
LS00LHL500C02 - 12,7 7,14 12,07 2,16 31,75 32,57 310 19,6 9,1 -
LS00LHL500C03 - 12,7 7,14 12,12 2,21 38,1 28,72 328 23,9 10,8 -
LS00LHL500C04 - 12,7 7,14 12,12 2,21 44,45 24,17 322 27,4 12,5 -
LS00LHL500C05 - 12,7 7,14 12,07 2,16 50,8 19,26 294 34,3 14 -
LS00LHL500C06 - 12,7 7,14 12,07 2,16 63,5 14,71 280 37,8 17,7 -
LS00LHL500C07 - 12,7 7,14 12,12 2,21 76,2 12,96 296 47,2 21,6 -
LS00LHL500C08 - 12,7 7,14 12,12 2,21 88,9 11,21 299 53,6 24,6 -
LS00LHL500C8A - 12,7 7,14 12,12 2,21 101,6 10,51 320 64,5 26,1 -
LS00LHL500C09 - 12,7 7,14 12,12 2,21 152,4 6,48 296 89,7 41,2 -
LS00LHL500C10 - 12,7 7,14 12,12 2,21 177,8 5,95 318 107,7 44,6 -
LS00LHL500C11 - 12,7 7,14 12,12 2,21 203,2 5,08 310 132,1 52 -

- LS0LHL1250C01 31,75 15,88 30,23 5,72 38,1 236,43 2,702 26,7 5 -
- LS0LHL1250C02 31,75 15,88 30,23 5,72 44,45 192,65 2,569 30,2 5,7 -
- LS0LHL1250C03 31,75 15,88 30,23 5,72 50,8 175,13 2,669 35,1 6,1 -
- LS0LHL1250C04 31,75 15,88 30,23 5,94 63,5 159,37 3,036 44,2 7,4 -
- LS0LHL1250C05 31,75 15,88 29,97 5,94 76,2 131,35 3,003 52,3 8,8 -
- LS0LHL1250C06 31,75 15,88 30,48 6,17 88,9 125,22 3,34 62 10 -
- LS0LHL1250C07 31,75 15,88 30,35 6,17 101,6 109,46 3,336 70,1 11,3 -
- LS0LHL1250C08 31,75 15,88 30,35 6,17 114,3 95,45 3,273 78,5 12,7 -
- LS0LHL1250C09 31,75 15,88 30,35 6,17 127 84,06 3,203 87,4 14,1 -
- LS0LHL1250C10 31,75 15,88 30,35 6,17 139,7 75,31 3,156 96 15,5 -
- LS0LHL1250C11 31,75 15,88 30,35 6,17 152,4 68,3 3,123 104,6 16,9 -
- LS0LHL1250C12 31,75 15,88 30,35 6,17 177,8 59,19 3,157 118,4 19,2 -
- LS0LHL1250C13 31,75 15,88 29,46 6,17 203,2 57,44 3,502 137,2 21,8 -

MATERIAL
Spring Steel
CR-SI (Chromium silicon alloy)

SURFACE TREATMENT
Polyester powder coating

COLOUR
NE  Black 

NOTES
Ideal operating range from 15% to 20% of the free 
length.
End coils closed and ground.
** Minimum order 5 pcs.

DIE SPRING 
heavy load
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE: 0.5:1
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.

MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

PROPRIETARY AND CONFIDENTIAL

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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SHOTPEEN AND POWDER COAT ORANGE (FULL COVERAGE)
LHL 2000D 09

MATERIAL:

HEFTY DIE COMPRESSION SPRING

MUSIC WIRE or OIL TEMPERED CHROME SILICON

EYEE 01/27/2017

L
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WIRE DIA: 0.393 in
OUTSIDE DIA: 1.96 in REF
WORKS IN HOLE DIA: 2 MAX
WORKS OVER ROD DIA: 1 MIN
FREE LENGTH: 8 in REF
TOTAL COILS: 14.14 REF
SPRING RATE: 734 +/- 73.4 lbs/in
SOLID HEIGHT: 5.558 in +5%/NO LOWER LIMIT
LOAD AT SOLID HEIGHT: 1792.7 lbs REF
END TYPE: SQUARED AND GROUND

Units: inch, lbs

***NOTE: 
The model views are for reference 
only. It is not drawn to all dimensions 
of Part Number noted and is not
to scale.
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THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
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WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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LS00L-E

MATERIAL
Spring Steel
CR-SI (Chromium silicon alloy)

SURFACE TREATMENT
Polyester powder coating

COLOUR
AR  Orange 

NOTES
Ideal operating range from 10% to 15% of the free 
length.
End coils closed and ground.
** Minimum order 5 pcs.

Code
spring steel

Code
CR-SI

Min. hole Ø Max. rod Ø D S L Flexural 
load

(N/mm)

Load at 50% 
deflection 

(N)

Solid height Coils Package
(pcs) **

LS00LHL500D01 - 12,7 7,14 12,19 2,34 25,4 56,04 356 17,8 7,8 -
LS00LHL500D02 - 12,7 7,14 12,19 2,34 31,75 42,03 334 22,1 9,7 -
LS00LHL500D03 - 12,7 7,14 12,19 2,34 38,1 35,03 334 25,4 11,2 -
LS00LHL500D04 - 12,7 7,14 12,19 2,34 44,45 29,77 331 29,2 12,8 -
LS00LHL500D05 - 12,7 7,14 12,19 2,34 50,8 24,52 311 34,3 15,1 -
LS00LHL500D06 - 12,7 7,14 12,19 2,34 63,5 20,14 320 40,9 18 -
LS00LHL500D07 - 12,7 7,14 12,19 2,34 76,2 15,76 300 50,8 22,4 -
LS00LHL500D08 - 12,7 7,14 12,19 2,34 88,9 14,01 311 56,4 25 -
LS00LHL500D8A - 12,7 7,14 12,19 2,34 101,6 13,31 338 64,5 25,6 -
LS00LHL500D09 - 12,7 7,14 12,19 2,34 152,4 7,88 300 96,5 42,9 -
LS00LHL500D10 - 12,7 7,14 12,19 2,34 177,8 7,36 327 114,8 44,7 -
LS00LHL500D11 - 12,7 7,14 12,19 2,34 203,2 6,48 329 132,1 50,5 -

- LS0LHL1250D01 31,75 15,88 30,61 6,35 50,8 284,59 3,614 38,1 6 -
- LS0LHL1250D02 31,75 15,88 30,61 6,35 63,5 211,91 3,364 46,7 7,3 -
- LS0LHL1250D03 31,75 15,88 30,99 6,65 76,2 207,36 3,95 56,9 8,5 -
- LS0LHL1250D04 31,75 15,88 30,73 6,65 88,9 176,53 3,923 66 9,9 -
- LS0LHL1250D05 31,75 15,88 30,99 6,65 101,6 147,11 3,737 74,7 11,2 -
- LS0LHL1250D06 31,75 15,88 30,35 6,65 114,3 137,3 3,923 84,3 12,6 -
- LS0LHL1250D07 31,75 15,88 30,61 6,65 127 119,09 3,781 92,7 13,9 -
- LS0LHL1250D08 31,75 15,88 30,48 6,65 152,4 98,07 3,737 111,3 16,7 -
- LS0LHL1250D09 31,75 15,88 30,48 6,65 177,8 85,82 3,814 126,5 18,8 -
- LS0LHL1250D10 31,75 15,88 30,48 6,65 203,2 72,68 3,692 144,9 21,8 -

DIE SPRING 
extra heavy load series
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MATERIAL THICKNESS: 0.024 in
RADIAL WALL: 0.148 in
OUTSIDE DIA: 1.707 in REF
WORKS OVER ROD DIAMETER: 1.378 in MIN
WORKS IN HOLE DIAMETER: 1.772 in MAX
FREE HEIGHT: 0.52 +/- 0.09 in
NUMBER OF TURNS: 4 REF
WAVES PER TURN: 4.5
SPRING RATE: 473.237 +/- 118.309 lbs/in
SOLID HEIGHT: 0.12 in REF
END TYPE: PLAIN (WAVY)

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  1.29:1

REVDWG.  NO.
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
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MATERIAL THICKNESS: 0.024 in
RADIAL WALL: 0.148 in
OUTSIDE DIA: 1.707 in REF
WORKS OVER ROD DIAMETER: 1.378 in MIN
WORKS IN HOLE DIAMETER: 1.772 in MAX
FREE HEIGHT: 0.52 +/- 0.09 in
NUMBER OF TURNS: 4 REF
WAVES PER TURN: 4.5
SPRING RATE: 473.237 +/- 118.309 lbs/in
SOLID HEIGHT: 0.12 in REF
END TYPE: PLAIN (WAVY)

Units: inch, lbs
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Code Min. hole Ø Max. rod Ø Nominal 
load 
(N)

Solid height L S x G Turns Waves 
per turn

Flexural load 
per unit
 (N/mm)

Package
(pcs) **

LSLWM060060152S 6 4 6 0,61 1,52 0,13 x 0,51 3 2,5 6,56 -
LSLWM060060203S 6 4 6 0,81 2,03 0,13 x 0,51 4 2,5 4,92 -
LSLWM060060254S 6 4 6 1,02 2,54 0,13 x 0,51 5 2,5 3,94 -
LSLWM060060305S 6 4 6 1,22 3,05 0,13 x 0,51 6 2,5 3,28 -
LSLWM060060356S 6 4 6 1,42 3,56 0,13 x 0,51 7 2,5 2,81 -
LSLWM060060406S 6 4 6 1,63 4,06 0,13 x 0,51 8 2,5 2,46 -
LSLWM060060457S 6 4 6 1,83 4,57 0,13 x 0,51 9 2,5 2,19 -
LSLWM060060559S 6 4 6 2,24 5,59 0,13 x 0,51 11 2,5 1,79 -
LSLWM060060660S 6 4 6 2,64 6,6 0,13 x 0,51 13 2,5 1,51 -
LSLWM060120152S 6 4 12 0,74 1,52 0,15 x 0,61 3 2,5 15,24 -
LSLWM060120203S 6 4 12 0,97 2,03 0,15 x 0,61 4 2,5 11,25 -
LSLWM060120254S 6 4 12 1,22 2,54 0,15 x 0,61 5 2,5 9,09 -
LSLWM060120305S 6 4 12 1,47 3,05 0,15 x 0,61 6 2,5 7,62 -
LSLWM060120356S 6 4 12 1,7 3,56 0,15 x 0,61 7 2,5 6,47 -
LSLWM060120406S 6 4 12 1,96 4,06 0,15 x 0,61 8 2,5 5,69 -
LSLWM060120457S 6 4 12 2,18 4,57 0,15 x 0,61 9 2,5 5,03 -
LSLWM060120559S 6 4 12 2,69 5,59 0,15 x 0,61 11 2,5 4,14 -
LSLWM060120660S 6 4 12 3,18 6,6 0,15 x 0,61 13 2,5 3,5 -
LSLWM120200434S 12 9 20 1,47 4,34 0,20 x 1,02 3 2,5 6,97 -
LSLWM120200579S 12 9 20 1,98 5,79 0,20 x 1,02 4 2,5 5,25 -
LSLWM120200724S 12 9 20 2,46 7,24 0,20 x 1,02 5 2,5 4,19 -
LSLWM120200869S 12 9 20 2,95 8,69 0,20 x 1,02 6 2,5 3,48 -
LSLWM120201013S 12 9 20 3,45 10,13 0,20 x 1,02 7 2,5 2,99 -
LSLWM120201158S 12 9 20 3,94 11,58 0,20 x 1,02 8 2,5 2,62 -
LSLWM120201303S 12 9 20 4,45 13,03 0,20 x 1,02 9 2,5 2,33 -
LSLWM120201448S 12 9 20 4,93 14,48 0,20 x 1,02 10 2,5 2,09 -
LSLWM120201593S 12 9 20 5,44 15,93 0,20 x 1,02 11 2,5 1,91 -
LSLWM120400434S 12 8,5 40 2,36 4,34 0,28 x 1,17 3 2,5 20,19 -
LSLWM120400579S 12 8,5 40 3,18 5,79 0,28 x 1,17 4 2,5 15,29 -
LSLWM120400724S 12 8,5 40 3,96 7,24 0,28 x 1,17 5 2,5 12,21 -
LSLWM120400869S 12 8,5 40 4,75 8,69 0,28 x 1,17 6 2,5 10,16 -
LSLWM120401013S 12 8,5 40 5,54 10,13 0,28 x 1,17 7 2,5 8,7 -
LSLWM120401158S 12 8,5 40 6,32 11,58 0,28 x 1,17 8 2,5 7,61 -
LSLWM120401303S 12 8,5 40 7,11 13,03 0,28 x 1,17 9 2,5 6,76 -
LSLWM120401448S 12 8,5 40 7,92 14,48 0,28 x 1,17 10 2,5 6,1 -
LSLWM120401593S 12 8,5 40 8,71 15,93 0,28 x 1,17 11 2,5 5,55 -

MATERIAL - SURFACE TREATMENT
17-7 PH (Stainless steel) passivated

NOTES
End coils closed.
** Minimum order 5 pcs.
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load 
(N)
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per turn

Flexural load 
per unit
 (N/mm)

Package
(pcs) **

LSLWM120600434S 12 8,5 60 1,98 4,34 0,3 x 1,14 3 2,5 25,4 -
LSLWM120600579S 12 8,5 60 2,64 5,79 0,3 x 1,14 4 2,5 19,05 -
LSLWM120600724S 12 8,5 60 3,3 7,24 0,3 x 1,14 5 2,5 15,24 -
LSLWM120600869S 12 8,5 60 3,99 8,69 0,3 x 1,14 6 2,5 12,77 -
LSLWM120601013S 12 8,5 60 4,65 10,13 0,3 x 1,14 7 2,5 10,94 -
LSLWM120601158S 12 8,5 60 5,31 11,58 0,3 x 1,14 8 2,5 9,56 -
LSLWM120601303S 12 8,5 60 5,97 13,03 0,3 x 1,14 9 2,5 8,5 -
LSLWM120601448S 12 8,5 60 6,63 14,48 0,3 x 1,14 10 2,5 7,64 -
LSLWM120601593S 12 8,5 60 7,29 15,93 0,3 x 1,14 11 2,5 6,95 -
LSLWM180300572S 18 13 30 3,63 5,72 0,2 x 1,8 3 3,5 14,4 -
LSLWM180300762S 18 13 30 4,75 7,62 0,2 x 1,8 4 3,5 10,45 -
LSLWM180300953S 18 13 30 5,94 9,53 0,2 x 1,8 5 3,5 8,38 -
LSLWM180301143S 18 13 30 7,14 11,43 0,2 x 1,8 6 3,5 6,99 -
LSLWM180301334S 18 13 30 8,31 13,34 0,2 x 1,8 7 3,5 5,97 -
LSLWM180301715S 18 13 30 10,69 17,15 0,2 x 1,8 9 3,5 4,65 -
LSLWM180302286S 18 13 30 14,25 22,86 0,2 x 1,8 12 3,5 3,48 -
LSLWM180550572S 18 13 55 3,68 5,72 0,25 x 1,83 3 3,5 27,07 -
LSLWM180550762S 18 13 55 4,98 7,62 0,25 x 1,83 4 3,5 20,82 -
LSLWM180550953S 18 13 55 6,22 9,53 0,25 x 1,83 5 3,5 16,66 -
LSLWM180551143S 18 13 55 7,47 11,43 0,25 x 1,83 6 3,5 13,88 -
LSLWM180551334S 18 13 55 8,74 13,34 0,25 x 1,83 7 3,5 11,96 -
LSLWM180551715S 18 13 55 11,23 17,15 0,25 x 1,83 9 3,5 9,29 -
LSLWM180552286S 18 13 55 14,96 22,86 0,25 x 1,83 12 3,5 6,96 -
LSLWM180900572S 18 13 90 3,84 5,72 0,3 x 1,83 3 3,5 47,88 -
LSLWM180900762S 18 13 90 5,13 7,62 0,3 x 1,83 4 3,5 36,16 -
LSLWM180900953S 18 13 90 6,4 9,53 0,3 x 1,83 5 3,5 28,81 -
LSLWM180901143S 18 13 90 7,7 11,43 0,3 x 1,83 6 3,5 24,1 -
LSLWM180901334S 18 13 90 8,97 13,34 0,3 x 1,83 7 3,5 20,6 -
LSLWM180901715S 18 13 90 11,53 17,15 0,3 x 1,83 9 3,5 16,03 -
LSLWM180902286S 18 13 90 15,37 22,86 0,3 x 1,83 12 3,5 12,01 -
LSLWM250500663S 25 19 50 2,06 6,63 0,25 x 2,18 3 3,5 10,94 -
LSLWM250500884S 25 19 50 2,74 8,84 0,25 x 2,18 4 3,5 8,2 -
LSLWM250501105S 25 19 50 3,43 11,05 0,25 x 2,18 5 3,5 6,56 -
LSLWM250501326S 25 19 50 4,11 13,26 0,25 x 2,18 6 3,5 5,47 -
LSLWM250501547S 25 19 50 4,8 15,47 0,25 x 2,18 7 3,5 4,69 -
LSLWM250501989S 25 19 50 6,2 19,89 0,25 x 2,18 9 3,5 3,65 -

MATERIAL - SURFACE TREATMENT
17-7 PH (Stainless steel) passivated

NOTES
End coils closed.
** Minimum order 5 pcs.
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per turn

Flexural load 
per unit
 (N/mm)

Package
(pcs) **

LSLWM250502652S 25 19 50 8,26 26,52 0,25 x 2,18 12 3,5 2,74 -
LSLWM250800663S 25 19 80 2,95 6,63 0,3 x 2,39 3 3,5 21,72 -
LSLWM250800884S 25 19 80 3,94 8,84 0,3 x 2,39 4 3,5 16,32 -
LSLWM250801105S 25 19 80 4,9 11,05 0,3 x 2,39 5 3,5 13,01 -
LSLWM250801326S 25 19 80 5,89 13,26 0,3 x 2,39 6 3,5 10,86 -
LSLWM250801547S 25 19 80 6,88 15,47 0,3 x 2,39 7 3,5 9,32 -
LSLWM250801989S 25 19 80 8,84 19,89 0,3 x 2,39 9 3,5 7,24 -
LSLWM250802652S 25 19 80 11,79 26,52 0,3 x 2,39 12 3,5 5,43 -
LSLWM251100663S 25 19 110 4,04 6,63 0,38 x 2,39 3 3,5 42,46 -
LSLWM251100884S 25 19 110 5,38 8,84 0,38 x 2,39 4 3,5 31,84 -
LSLWM251101105S 25 19 110 6,73 11,05 0,38 x 2,39 5 3,5 25,47 -
LSLWM251101326S 25 19 110 8,08 13,26 0,38 x 2,39 6 3,5 21,23 -
LSLWM251101547S 25 19 110 9,4 15,47 0,38 x 2,39 7 3,5 18,12 -
LSLWM251101989S 25 19 110 12,12 19,89 0,38 x 2,39 9 3,5 14,15 -
LSLWM251102652S 25 19 110 16,15 26,52 0,38 x 2,39 12 3,5 10,61 -
LSLWM350700838S 35 27 70 3,94 8,38 0,36 x 3,18 3 3,5 15,75 -
LSLWM350701118S 35 27 70 5,23 11,18 0,36 x 3,18 4 3,5 11,78 -
LSLWM350701397S 35 27 70 6,55 13,97 0,36 x 3,18 5 3,5 9,44 -
LSLWM350701676S 35 27 70 7,87 16,76 0,36 x 3,18 6 3,5 7,87 -
LSLWM350701956S 35 27 70 9,17 19,56 0,36 x 3,18 7 3,5 6,74 -
LSLWM350702235S 35 27 70 10,49 22,35 0,36 x 3,18 8 3,5 5,9 -
LSLWM350702515S 35 27 70 11,81 25,15 0,36 x 3,18 9 3,5 5,25 -
LSLWM350703073S 35 27 70 14,43 30,73 0,36 x 3,18 11 3,5 4,29 -
LSLWM350703632S 35 27 70 17,04 36,32 0,36 x 3,18 13 3,5 3,63 -
LSLWM351100838S 35 27 110 4,14 8,38 0,41 x 3,38 3 3,5 25,93 -
LSLWM351101118S 35 27 110 5,51 11,18 0,41 x 3,38 4 3,5 19,42 -
LSLWM351101397S 35 27 110 6,88 13,97 0,41 x 3,38 5 3,5 15,52 -
LSLWM351101676S 35 27 110 8,26 16,76 0,41 x 3,38 6 3,5 12,93 -
LSLWM351101956S 35 27 110 9,63 19,56 0,41 x 3,38 7 3,5 11,08 -
LSLWM351102235S 35 27 110 11,02 22,35 0,41 x 3,38 8 3,5 9,71 -
LSLWM351102515S 35 27 110 12,4 25,15 0,41 x 3,38 9 3,5 8,63 -
LSLWM351103073S 35 27 110 15,14 30,73 0,41 x 3,38 11 3,5 7,05 -
LSLWM351103632S 35 27 110 17,91 36,32 0,41 x 3,38 13 3,5 5,97 -
LSLWM351600838S 35 27 160 4,04 8,38 0,46 x 3,38 3 3,5 36,84 -
LSLWM351601118S 35 27 160 5,38 11,18 0,46 x 3,38 4 3,5 27,63 -
LSLWM351601397S 35 27 160 6,73 13,97 0,46 x 3,38 5 3,5 22,1 -

MATERIAL - SURFACE TREATMENT
17-7 PH (Stainless steel) passivated

NOTES
End coils closed.
** Minimum order 5 pcs.
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LSLWM351601676S 35 27 160 8,08 16,76 0,46 x 3,38 6 3,5 18,42 -
LSLWM351601956S 35 27 160 9,42 19,56 0,46 x 3,38 7 3,5 15,79 -
LSLWM351602235S 35 27 160 10,77 22,35 0,46 x 3,38 8 3,5 13,81 -
LSLWM351602515S 35 27 160 12,12 25,15 0,46 x 3,38 9 3,5 12,28 -
LSLWM351603073S 35 27 160 14,81 30,73 0,46 x 3,38 11 3,5 10,05 -
LSLWM351603632S 35 27 160 17,5 36,32 0,46 x 3,38 13 3,5 8,5 -
LSLWM451100991S 45 35 110 3,38 9,91 0,46 x 3,63 3 3,5 16,85 -
LSLWM451101321S 45 35 110 4,52 13,21 0,46 x 3,63 4 3,5 12,66 -
LSLWM451101651S 45 35 110 5,64 16,51 0,46 x 3,63 5 3,5 10,12 -
LSLWM451101981S 45 35 110 6,76 19,81 0,46 x 3,63 6 3,5 8,43 -
LSLWM451102311S 45 35 110 7,9 23,11 0,46 x 3,63 7 3,5 7,23 -
LSLWM451102642S 45 35 110 9,02 26,42 0,46 x 3,63 8 3,5 6,32 -
LSLWM451102972S 45 35 110 10,16 29,72 0,46 x 3,63 9 3,5 5,62 -
LSLWM451103632S 45 35 110 12,4 36,32 0,46 x 3,63 11 3,5 4,6 -
LSLWM451104293S 45 35 110 14,66 42,93 0,46 x 3,63 13 3,5 3,89 -
LSLWM452250991S 45 35 225 5,33 9,91 0,46 x 3,63 3 4,5 49,21 -
LSLWM452251321S 45 35 225 6,99 13,21 0,46 x 3,63 4 4,5 36,16 -
LSLWM452251651S 45 35 225 9,14 16,51 0,46 x 3,63 5 4,5 30,55 -
LSLWM452251981S 45 35 225 10,8 19,81 0,46 x 3,63 6 4,5 24,95 -
LSLWM452252311S 45 35 225 12,7 23,11 0,46 x 3,63 7 4,5 21,61 -
LSLWM452252642S 45 35 225 14,48 26,42 0,46 x 3,63 8 4,5 18,85 -
LSLWM452252972S 45 35 225 16,26 29,72 0,46 x 3,63 9 4,5 16,71 -
LSLWM452253632S 45 35 225 19,81 36,32 0,46 x 3,63 11 4,5 13,63 -
LSLWM452254293S 45 35 225 23,37 42,93 0,46 x 3,63 13 4,5 11,5 -
LSLWM454000991S 45 35 400 6,43 9,91 0,61 x 3,76 3 4,5 114,95 -
LSLWM454001321S 45 35 400 8,38 13,21 0,61 x 3,76 4 4,5 82,88 -
LSLWM454001651S 45 35 400 11,2 16,51 0,61 x 3,76 5 4,5 75,35 -
LSLWM454001981S 45 35 400 12,95 19,81 0,61 x 3,76 6 4,5 58,33 -
LSLWM454002311S 45 35 400 15,37 23,11 0,61 x 3,76 7 4,5 51,63 -
LSLWM454002642S 45 35 400 17,27 26,42 0,61 x 3,76 8 4,5 43,74 -
LSLWM454002972S 45 35 400 19,69 29,72 0,61 x 3,76 9 4,5 39,87 -
LSLWM454003632S 45 35 400 24,26 36,32 0,61 x 3,76 11 4,5 33,15 -
LSLWM454004293S 45 35 400 28,45 42,93 0,61 x 3,76 13 4,5 27,63 -
LS0LW063120780S 45 35 400 11,53 19,81 0,61 x 3,76 13 4,5 6,48 -

MATERIAL - SURFACE TREATMENT
17-7 PH (Stainless steel) passivated

NOTES
End coils closed.
** Minimum order 5 pcs.

WAVE SPRING



L

D

S

WIRE DIA: 0.007 in
OUTSIDE DIA: 0.063 +/- 0.004 in
FREE LENGTH: 0.25 +/- 0.02 in
TOTAL COILS: 20.5901 REF
INITIAL TENSION: 0.0249 lbs REF
SPRING RATE: 0.83 +/- 0.083 lbs/in
SUGG. MAX EXTENDED LENGTH: 0.54 in
SUGG. MAX LOAD: 0.2665 lbs
LOOP ID: 0.049 in REF
LOOP LENGTH: 0.049 in REF
LOOP OPENING: 0.007 in REF
STANDARD LOOPS, RANDOM POSITION

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE: 2:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH: PASSIVATE PER ASTM A967

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

STAINLESS STEEL PER ASTM A313MATERIAL:

EXTENSION SPRING - INSTRUMENT SERIES
01/01/2011S NAGLAPURA

PROPRIETARY AND CONFIDENTIAL

EI 007A 01 S

L

D

S

WIRE DIA: 0.007 in
OUTSIDE DIA: 0.063 +/- 0.004 in
FREE LENGTH: 0.25 +/- 0.02 in
TOTAL COILS: 20.5901 REF
INITIAL TENSION: 0.0249 lbs REF
SPRING RATE: 0.83 +/- 0.083 lbs/in
SUGG. MAX EXTENDED LENGTH: 0.54 in
SUGG. MAX LOAD: 0.2665 lbs
LOOP ID: 0.049 in REF
LOOP LENGTH: 0.049 in REF
LOOP OPENING: 0.007 in REF
STANDARD LOOPS, RANDOM POSITION

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE: 2:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH: PASSIVATE PER ASTM A967

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

STAINLESS STEEL PER ASTM A313MATERIAL:

EXTENSION SPRING - INSTRUMENT SERIES
01/01/2011S NAGLAPURA

PROPRIETARY AND CONFIDENTIAL

EI 007A 01 S

10.23 www.gberardi.com - ic@gberardi.com

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

LS00L

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LE014A01M LS00LE014A01S LS0LE014A01S3 3,18 0,36 12,7 0,35 -
LS00LE014A02M LS00LE014A02S LS0LE014A02S3 3,18 0,36 14,3 0,289 -
LS00LE014A03M LS00LE014A03S LS0LE014A03S3 3,18 0,36 15,88 0,245 -
LS00LE014A04M LS00LE014A04S LS0LE014A04S3 3,18 0,36 19,05 0,189 -
LS00LE014A05M LS00LE014A05S LS0LE014A05S3 3,18 0,36 20,65 0,17 -
LS00LE014A06M LS00LE014A06S LS0LE014A06S3 3,18 0,36 22,23 0,154 -
LS00LE014A07M LS00LE014A07S LS0LE014A07S3 3,18 0,36 23,83 0,142 -
LS00LE014A08M LS00LE014A08S LS0LE014A08S3 3,18 0,36 25,4 0,131 -
LS00LE014A09M LS00LE014A09S LS0LE014A09S3 3,18 0,36 28,58 0,113 -
LS00LE014A10M LS00LE014A10S LS0LE014A10S3 3,18 0,36 31,75 0,099 -
LS00LE014A11M LS00LE014A11S LS0LE014A11S3 3,18 0,36 34,93 0,088 -
LS00LE014A12M LS00LE014A12S LS0LE014A12S3 3,18 0,36 38,1 0,08 -
LS0LEM055C01M LS0LEM055C01S - 6,3 0,55 15,5 0,602 -
LS0LEM055C02M LS0LEM055C02S - 6,3 0,55 19 0,34 -
LS0LEM055C03M LS0LEM055C03S - 6,3 0,55 22 0,247 -
LS0LEM055C04M LS0LEM055C04S - 6,3 0,55 25 0,194 -
LS0LEM055C05M LS0LEM055C05S - 6,3 0,55 30 0,144 -
LS0LEM055C06M LS0LEM055C06S - 6,3 0,55 35 0,114 -
LS0LEM055C07M LS0LEM055C07S - 6,3 0,55 40 0,095 -
LS0LEM055C08M LS0LEM055C08S - 6,3 0,55 45 0,081 -
LS0LEM055C09M LS0LEM055C09S - 6,3 0,55 50 0,07 -
LS0LEM055C10M LS0LEM055C10S - 6,3 0,55 55 0,061 -
LS0LEM055C11M LS0LEM055C11S - 6,3 0,55 60 0,056 -
LS0LEM055C12M LS0LEM055C12S - 6,3 0,55 65 0,051 -
LS0LEM080C01M LS0LEM080C01S - 6,3 0,8 15,5 3,842 -
LS0LEM080C02M LS0LEM080C02S - 6,3 0,8 19 2,314 -
LS0LEM080C03M LS0LEM080C03S - 6,3 0,8 22 1,725 -
LS0LEM080C04M LS0LEM080C04S - 6,3 0,8 25 1,377 -
LS0LEM080C05M LS0LEM080C05S - 6,3 0,8 30 1,028 -
LS0LEM080C06M LS0LEM080C06S - 6,3 0,8 35 0,821 -
LS0LEM080C07M LS0LEM080C07S - 6,3 0,8 40 0,683 -
LS0LEM080C08M LS0LEM080C08S - 6,3 0,8 45 0,585 -
LS0LEM080C09M LS0LEM080C09S - 6,3 0,8 50 0,511 -
LS0LEM080C10M LS0LEM080C10S - 6,3 0,8 55 0,455 -
LS0LEM080C11M LS0LEM080C11S - 6,3 0,8 60 0,408 -
LS0LEM080C12M LS0LEM080C12S - 6,3 0,8 65 0,371 -
LS0LEM080C13M LS0LEM080C13S - 6,3 0,8 70 0,34 -
LS0LEM080C14M LS0LEM080C14S - 6,3 0,8 75 0,313 -
LS0LE045DD01M LS0LE045DD01S LSLE045DD01S3 10,67 1,14 25,4 3,116 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel) passivated

NOTES
Loops at random position.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.
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LS00L

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS0LE045DD02M LS0LE045DD02S LSLE045DD02S3 10,67 1,14 28,58 2,189 -
LS0LE045DD03M LS0LE045DD03S LSLE045DD03S3 10,67 1,14 31,75 1,687 -
LS0LE045DD04M LS0LE045DD04S LSLE045DD04S3 10,67 1,14 34,93 1,371 -
LS0LE045DD05M LS0LE045DD05S LSLE045DD05S3 10,67 1,14 38,1 1,156 -
LS0LE045DD06M LS0LE045DD06S LSLE045DD06S3 10,67 1,14 44,45 0,879 -
LS0LE045DD07M LS0LE045DD07S LSLE045DD07S3 10,67 1,14 50,8 0,709 -
LS0LE045DD08M LS0LE045DD08S LSLE045DD08S3 10,67 1,14 57,15 0,595 -
LS0LE045DD09M LS0LE045DD09S LSLE045DD09S3 10,67 1,14 63,5 0,511 -
LS0LE045DD10M LS0LE045DD10S LSLE045DD10S3 10,67 1,14 69,85 0,45 -
LS0LE045DD11M LS0LE045DD11S LSLE045DD11S3 10,67 1,14 76,2 0,401 -
LS0LE055DD01M LS0LE055DD01S LSLE055DD01S3 10,67 1,4 25,4 9,913 -
LS0LE055DD02M LS0LE055DD02S LSLE055DD02S3 10,67 1,4 28,58 6,795 -
LS0LE055DD03M LS0LE055DD03S LSLE055DD03S3 10,67 1,4 31,75 5,079 -
LS0LE055DD04M LS0LE055DD04S LSLE055DD04S3 10,67 1,4 34,93 4,116 -
LS0LE055DD05M LS0LE055DD05S LSLE055DD05S3 10,67 1,4 38,1 3,415 -
LS0LE055DD06M LS0LE055DD06S LSLE055DD06S3 10,67 1,4 44,45 2,574 -
LS0LE055DD07M LS0LE055DD07S LSLE055DD07S3 10,67 1,4 50,8 2,067 -
LS0LE055DD08M LS0LE055DD08S LSLE055DD08S3 10,67 1,4 57,15 1,716 -
LS0LE055DD09M LS0LE055DD09S LSLE055DD09S3 10,67 1,4 63,5 1,471 -
LS0LE055DD10M LS0LE055DD10S LSLE055DD10S3 10,67 1,4 69,85 1,296 -
LS0LE055DD11M LS0LE055DD11S LSLE055DD11S3 10,67 1,4 76,2 1,156 -
LS00LE037E01M LS00LE037E01S LS0LE037E01S3 12,7 0,94 31,75 0,525 -
LS00LE037E02M LS00LE037E02S LS0LE037E02S3 12,7 0,94 34,93 0,385 -
LS00LE037E03M LS00LE037E03S LS0LE037E03S3 12,7 0,94 38,1 0,298 -
LS00LE037E04M LS00LE037E04S LS0LE037E04S3 12,7 0,94 44,45 0,21 -
LS00LE037E05M LS00LE037E05S LS0LE037E05S3 12,7 0,94 50,8 0,158 -
LS00LE037E06M LS00LE037E06S LS0LE037E06S3 12,7 0,94 57,15 0,135 -
LS00LE037E07M LS00LE037E07S LS0LE037E07S3 12,7 0,94 63,5 0,123 -
LS00LE037E08M LS00LE037E08S LS0LE037E08S3 12,7 0,94 69,85 0,105 -
LS00LE037E09M LS00LE037E09S LS0LE037E09S3 12,7 0,94 76,2 0,088 -
LS00LE037E10M LS00LE037E10S LS0LE037E10S3 12,7 0,94 88,9 0,07 -
LS00LE037E11M LS00LE037E11S LS0LE037E11S3 12,7 0,94 101,6 0,053 -
LS00LE037E12M LS00LE037E12S LS0LE037E12S3 12,7 0,94 114,3 0,051 -
LS00LE037E13M LS00LE037E13S LS0LE037E13S3 12,7 0,94 127 0,035 -
LS000LE063E0M LS000LE063E0S LS00LE063E0S3 12,7 1,6 31,75 7,116 -
LS00LE063E01M LS00LE063E01S LS0LE063E01S3 12,7 1,6 34,93 5,499 -
LS00LE063E02M LS00LE063E02S LS0LE063E02S3 12,7 1,6 38,1 4,501 -
LS00LE063E03M LS00LE063E03S LS0LE063E03S3 12,7 1,6 44,45 3,31 -
LS00LE063E04M LS00LE063E04S LS0LE063E04S3 12,7 1,6 50,8 2,609 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel) passivated

NOTES
Loops at random position.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.
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LS00L

Code
spring steel

Code
AISI302

Code
AISI316

D S L Flexural load 
(N/mm) *

Package
(pcs) **

LS00LE063E05M LS00LE063E05S LS0LE063E05S3 12,7 1,6 57,15 2,154 -
LS00LE063E06M LS00LE063E06S LS0LE063E06S3 12,7 1,6 63,5 1,874 -
LS00LE063E07M LS00LE063E07S LS0LE063E07S3 12,7 1,6 69,85 1,594 -
LS00LE063E08M LS00LE063E08S LS0LE063E08S3 12,7 1,6 76,2 1,436 -
LS00LE063E09M LS00LE063E09S LS0LE063E09S3 12,7 1,6 88,9 1,173 -
LS00LE063E10M LS00LE063E10S LS0LE063E10S3 12,7 1,6 101,6 0,981 -
LS00LE063E11M LS00LE063E11S LS0LE063E11S3 12,7 1,6 114,3 0,841 -
LS00LE063E12M LS00LE063E12S LS0LE063E12S3 12,7 1,6 127 0,753 -
LS00LE085G01M LS00LE085G01S - 19,05 2,16 50,8 5,492 -
LS00LE085G02M LS00LE085G02S - 19,05 2,16 57,15 4,06 -
LS00LE085G03M LS00LE085G03S - 19,05 2,16 63,5 3,219 -
LS00LE085G04M LS00LE085G04S - 19,05 2,16 69,85 2,594 -
LS00LE085G05M LS00LE085G05S - 19,05 2,16 76,2 2,277 -
LS00LE085G06M LS00LE085G06S - 19,05 2,16 88,9 1,751 -
LS00LE085G07M LS00LE085G07S - 19,05 2,16 101,6 1,436 -
LS00LE085G08M LS00LE085G08S - 19,05 2,16 114,3 1,212 -
LS00LE085G09M LS00LE085G09S - 19,05 2,16 127 1,061 -
LS00LE112G01M LS00LE112G01S - 19,05 2,84 50,8 20,436 -
LS00LE112G02M LS00LE112G02S - 19,05 2,84 57,15 15,732 -
LS00LE112G03M LS00LE112G03S - 19,05 2,84 63,5 12,788 -
LS00LE112G04M LS00LE112G04S - 19,05 2,84 69,85 10,772 -
LS00LE112G05M LS00LE112G05S - 19,05 2,84 76,2 9,305 -
LS00LE112G06M LS00LE112G06S - 19,05 2,84 88,9 7,314 -
LS00LE112G07M LS00LE112G07S - 19,05 2,84 101,6 6,025 -
LS00LE112G08M LS00LE112G08S - 19,05 2,84 114,3 5,121 -
LS00LE112G09M LS00LE112G09S - 19,05 2,84 127 4,454 -
LS00LE112G10M LS00LE112G10S - 19,05 2,84 139,7 3,94 -
LS00LE112G11M LS00LE112G11S - 19,05 2,84 152,4 3,532 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel) passivated

NOTES
Loops at random position.
* The flexural load indicated in the table refers to the 
   version in galvanized spring steel.

The load for the versions in AISI302 and AISI316 is 
83.3% of that value.

** Minimum order 5 pcs.
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LS0LT

Code
spring steel

Code
AISI302

Code
AISI316

Winding Free 
position

S Torque 
(N/mm) *

h H D L Turns Package
(pcs) **

LS0LTL012A01M LS0LTL012A01S LSLTL012A01S3 Left-handed 90° 0,3 5,65 4,76 9,53 2,67 1,65 3,25 -
LS0LTL012A07M LS0LTL012A07S LSLTL012A07S3 Left-handed 90° 0,3 5,42 6,35 12,7 3,71 2,39 2,25 -
LS0LTL012A02M LS0LTL012A02S LSLTL012A02S3 Left-handed 180° 0,3 5,65 4,76 9,53 2,79 1,7 6 -
LS0LTL012A04M LS0LTL012A04S LSLTL012A04S3 Left-handed 180° 0,3 5,65 6,35 12,7 4,24 2,77 4 -
LS0LTL012A03M LS0LTL012A03S LSLTL012A03S3 Left-handed 270° 0,3 5,65 4,76 9,53 2,62 1,57 9,75 -
LS0LTL012A05M LS0LTL012A05S LSLTL012A05S3 Left-handed 270° 0,3 5,65 6,35 12,7 4,34 2,77 5,75 -
LS0LTL012A06M LS0LTL012A06S LSLTL012A06S3 Left-handed 360° 0,3 5,65 6,35 12,7 4,42 2,77 7,5 -
LS0LTL012A08M LS0LTL012A08S LSLTL012A08S3 Left-handed 360° 0,3 5,65 9,53 19,05 5,61 3,96 5,5 -
LS0LTR012A01M LS0LTR012A01S LSLTR012A01S3 Right-handed 90° 0,3 5,65 4,76 9,53 2,67 1,65 3,25 -
LS0LTR012A07M LS0LTR012A07S LSLTR012A07S3 Right-handed 90° 0,3 5,42 6,35 12,7 3,71 2,39 2,25 -
LS0LTR012A02M LS0LTR012A02S LSLTR012A02S3 Right-handed 180° 0,3 5,65 4,76 9,53 2,79 1,7 6 -
LS0LTR012A04M LS0LTR012A04S LSLTR012A04S3 Right-handed 180° 0,3 5,65 6,35 12,7 4,24 2,77 4 -
LS0LTR012A03M LS0LTR012A03S LSLTR012A03S3 Right-handed 270° 0,3 5,65 4,76 9,53 2,62 1,57 9,75 -
LS0LTR012A05M LS0LTR012A05S LSLTR012A05S3 Right-handed 270° 0,3 5,65 6,35 12,7 4,34 2,77 5,75 -
LS0LTR012A06M LS0LTR012A06S LSLTR012A06S3 Right-handed 360° 0,3 5,65 6,35 12,7 4,42 2,77 7,5 -
LS0LTR012A08M LS0LTR012A08S LSLTR012A08S3 Right-handed 360° 0,3 5,65 9,53 19,05 5,61 3,96 5,5 -
LSLTML100J01M LSLTML100J01S - Left-handed 90° 1 136,12 17,5 35 7 4 4,25 -
LSLTMR100J01M LSLTMR100J01S - Right-handed 90° 1 136,12 17,5 35 7 4 4,25 -
LSLTML100J07M LSLTML100J07S - Left-handed 90° 1 136,12 17,5 35 7 4 2,25 -
LSLTMR100J07M LSLTMR100J07S - Right-handed 90° 1 136,12 17,5 35 7 4 2,25 -
LSLTML100J02M LSLTML100J02S - Left-handed 180° 1 136,12 17,5 35 7 4 12 -
LSLTMR100J02M LSLTMR100J02S - Right-handed 180° 1 136,12 17,5 35 7 4 12 -
LSLTML100J04M LSLTML100J04S - Left-handed 180° 1 136,12 17,5 35 7 4 3 -
LSLTMR100J04M LSLTMR100J04S - Right-handed 180° 1 136,12 17,5 35 7 4 3 -
LSLTML100J03M LSLTML100J03S - Left-handed 270° 1 136,12 17,5 35 7 4 8,75 -
LSLTMR100J03M LSLTMR100J03S - Right-handed 270° 1 136,12 17,5 35 7 4 8,75 -
LSLTML100J05M LSLTML100J05S - Left-handed 270° 1 136,12 17,5 35 7 4 2,75 -
LSLTMR100J05M LSLTMR100J05S - Right-handed 270° 1 136,12 17,5 35 7 4 2,75 -
LSLTML100J06M LSLTML100J06S - Left-handed 360° 1 136,12 17,5 35 7 4 6,5 -
LSLTMR100J06M LSLTMR100J06S - Right-handed 360° 1 136,12 17,5 35 7 4 6,5 -
LSLTML100J08M LSLTML100J08S - Left-handed 360° 1 136,12 17,5 35 7 4 2,5 -
LSLTMR100J08M LSLTMR100J08S - Right-handed 360° 1 136,12 17,5 35 7 4 2,5 -
LS0LTL059K01M LS0LTL059K01S LSLTL059K01S3 Left-handed 90° 1,5 508,43 25,4 50,8 12,67 7,92 4,25 -
LS0LTR059K01M LS0LTR059K01S LSLTR059K01S3 Right-handed 90° 1,5 508,43 25,4 50,8 12,67 7,92 4,25 -
LS0LTL059K07M LS0LTL059K07S LSLTL059K07S3 Left-handed 90° 1,5 508,43 25,4 50,8 16,1 11,91 3,25 -
LS0LTR059K07M LS0LTR059K07S LSLTR059K07S3 Right-handed 90° 1,5 508,43 25,4 50,8 16,1 11,91 3,25 -
LS0LTL059K02M LS0LTL059K02S LSLTL059K02S3 Left-handed 180° 1,5 508,43 25,4 50,8 13,36 8,51 8 -
LS0LTR059K02M LS0LTR059K02S LSLTR059K02S3 Right-handed 180° 1,5 508,43 25,4 50,8 13,36 8,51 8 -
LS0LTL059K04M LS0LTL059K04S LSLTL059K04S3 Left-handed 180° 1,5 508,43 25,4 50,8 17,3 11,91 6 -
LS0LTR059K04M LS0LTR059K04S LSLTR059K04S3 Right-handed 180° 1,5 508,43 25,4 50,8 17,3 11,91 6 -

90° �exion 180° 270° 360°

D

L

h
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s

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel) passivated

NOTES
* The max torque indicated in the table refers to the 
   version in galvanized spring steel.

The torque for the versions in AISI302 and AISI316 is 
93.3% of that value.

** Minimum order 5 pcs.

TORSION SPRING
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LS0LT

Code
spring steel

Code
AISI302

Code
AISI316

Winding Free 
position

S Torque 
(N/mm) *

h H D L Turns Package
(pcs) **

LS0LTL059K03M LS0LTL059K03S LSLTL059K03S3 Left-handed 270° 1,5 508,43 25,4 50,8 13,64 8,89 11,75 -
LS0LTR059K03M LS0LTR059K03S LSLTR059K03S3 Right-handed 270° 1,5 508,43 25,4 50,8 13,64 8,89 11,75 -
LS0LTL059K05M LS0LTL059K05S LSLTL059K05S3 Left-handed 270° 1,5 508,43 25,4 50,8 17,75 12,32 8,75 -
LS0LTR059K05M LS0LTR059K05S LSLTR059K05S3 Right-handed 270° 1,5 508,43 25,4 50,8 17,75 12,32 8,75 -
LS0LTL059K06M LS0LTL059K06S LSLTL059K06S3 Left-handed 360° 1,5 508,43 25,4 50,8 18,01 12,45 11,5 -
LS0LTR059K06M LS0LTR059K06S LSLTR059K06S3 Right-handed 360° 1,5 508,43 25,4 50,8 18,01 12,45 11,5 -
LS0LTL059K08M LS0LTL059K08S LSLTL059K08S3 Left-handed 360° 1,5 508,43 25,4 50,8 23,85 17,86 8,5 -
LS0LTR059K08M LS0LTR059K08S LSLTR059K08S3 Right-handed 360° 1,5 508,43 25,4 50,8 23,85 17,86 8,5 -
LSLTML200S01M LSLTML200S01S - Left-handed 90° 2 978,56 30 60 13 8 4,25 -
LSLTMR200S01M LSLTMR200S01S - Right-handed 90° 2 978,56 30 60 13 8 4,25 -
LSLTML200S07M LSLTML200S07S - Left-handed 90° 2 978,56 30 60 13 8 2,25 -
LSLTMR200S07M LSLTMR200S07S - Right-handed 90° 2 978,56 30 60 13 8 2,25 -
LSLTML200S02M LSLTML200S02S - Left-handed 180° 2 978,56 30 60 13 8 12 -
LSLTMR200S02M LSLTMR200S02S - Right-handed 180° 2 978,56 30 60 13 8 12 -
LSLTML200S04M LSLTML200S04S - Left-handed 180° 2 978,56 30 60 13 8 3 -
LSLTMR200S04M LSLTMR200S04S - Right-handed 180° 2 978,56 30 60 13 8 3 -
LSLTML200S03M LSLTML200S03S - Left-handed 270° 2 978,56 30 60 13 8 8,75 -
LSLTMR200S03M LSLTMR200S03S - Right-handed 270° 2 978,56 30 60 13 8 8,75 -
LSLTML200S05M LSLTML200S05S - Left-handed 270° 2 978,56 30 60 13 8 2,75 -
LSLTMR200S05M LSLTMR200S05S - Right-handed 270° 2 978,56 30 60 13 8 2,75 -
LSLTML200S06M LSLTML200S06S - Left-handed 360° 2 978,56 30 60 13 8 6,5 -
LSLTMR200S06M LSLTMR200S06S - Right-handed 360° 2 978,56 30 60 13 8 6,5 -
LSLTML200S08M LSLTML200S08S - Left-handed 360° 2 978,56 30 60 13 8 2,5 -
LSLTMR200S08M LSLTMR200S08S - Right-handed 360° 2 978,56 30 60 13 8 2,5 -
LS0LTL125S01M LS0LTL125S01S - Left-handed 90° 3,18 3615,51 50,8 101,6 25,12 15,01 6,25 -
LS0LTR125S01M LS0LTR125S01S - Right-handed 90° 3,18 3615,51 50,8 101,6 25,12 15,01 6,25 -
LS0LTL125S07M LS0LTL125S07S - Left-handed 90° 3,18 3615,51 50,8 101,6 34,85 26,19 4,25 -
LS0LTR125S07M LS0LTR125S07S - Right-handed 90° 3,18 3615,51 50,8 101,6 34,85 26,19 4,25 -
LS0LTL125S02M LS0LTL125S02S - Left-handed 180° 3,18 3615,51 50,8 101,6 27,48 16,92 11 -
LS0LTR125S02M LS0LTR125S02S - Right-handed 180° 3,18 3615,51 50,8 101,6 27,48 16,92 11 -
LS0LTL125S04M LS0LTL125S04S - Left-handed 180° 3,18 3615,51 50,8 101,6 34,44 22,48 8 -
LS0LTR125S04M LS0LTR125S04S - Right-handed 180° 3,18 3615,51 50,8 101,6 34,44 22,48 8 -
LS0LTL125S03M LS0LTL125S03S - Left-handed 270° 3,18 3615,51 50,8 101,6 30,2 19,08 14,75 -
LS0LTR125S03M LS0LTR125S03S - Right-handed 270° 3,18 3615,51 50,8 101,6 30,2 19,08 14,75 -
LS0LTL125S05M LS0LTL125S05S - Left-handed 270° 3,18 3615,51 50,8 101,6 38,51 25,73 11,75 -
LS0LTR125S05M LS0LTR125S05S - Right-handed 270° 3,18 3615,51 50,8 101,6 38,51 25,73 11,75 -
LS0LTL125S06M LS0LTL125S06S - Left-handed 360° 3,18 3615,51 50,8 101,6 40,77 27,53 14,5 -
LS0LTR125S06M LS0LTR125S06S - Right-handed 360° 3,18 3615,51 50,8 101,6 40,77 27,53 14,5 -
LS0LTL125S08M LS0LTL125S08S - Left-handed 360° 3,18 3615,51 50,8 101,6 49,99 38,51 11,5 -
LS0LTR125S08M LS0LTR125S08S - Right-handed 360° 3,18 3615,51 50,8 101,6 49,99 38,51 11,5 -

MATERIAL - SURFACE TREATMENT
Spring Steel galvanized
AISI302 (Stainless steel) passivated
AISI316 (Stainless steel) passivated

NOTES
* The max torque indicated in the table refers to the 
   version in galvanized spring steel.

The torque for the versions in AISI302 and AISI316 is 
93.3% of that value.

** Minimum order 5 pcs.
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MATERIAL THICKNESS: 0.016 +/- 0.0008 in
MATERIAL WIDTH:  1+/- 0.005 in
LENGTH: 38 +/- 1.00 in
INITIAL DEFLECTION: 2.1 in REF
WORKING DEFLECTION: 30 in REF
OUTSIDE DIA: 1.57 in REF
INSIDE DIA: 1.156 +/- 0.03 in 
DRUM DIA: 1.4 in REF
CALCULATED LOAD: 10.6 lbs REF
LIFE CYCLES: 2500 REF
END HOLE DIAMETER: 0.193 in

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  1.78:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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STAINLESS STEEL TYPE 301

NATURAL

MATERIAL:

01/01/2011S NAGLAPURA

PROPRIETARY AND CONFIDENTIAL

LCF 025 16 100S

CONSTANT FORCE SPRING
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MATERIAL THICKNESS: 0.016 +/- 0.0008 in
MATERIAL WIDTH:  1+/- 0.005 in
LENGTH: 38 +/- 1.00 in
INITIAL DEFLECTION: 2.1 in REF
WORKING DEFLECTION: 30 in REF
OUTSIDE DIA: 1.57 in REF
INSIDE DIA: 1.156 +/- 0.03 in 
DRUM DIA: 1.4 in REF
CALCULATED LOAD: 10.6 lbs REF
LIFE CYCLES: 2500 REF
END HOLE DIAMETER: 0.193 in

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  1.78:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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STAINLESS STEEL TYPE 301

NATURAL

MATERIAL:

01/01/2011S NAGLAPURA

PROPRIETARY AND CONFIDENTIAL

LCF 025 16 100S

CONSTANT FORCE SPRING

d
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LS0LC

Code no. life 
cycles

d Ø Drum G S L Fi Fl Load ± 20%
(N)

Package
(pcs) **

LS0LCF02504025S 2500 7,54 8,86 6,35 0,1 355,6 13,2 304,8 2,94 -
LS0LCF02505031S 2500 9,12 11,07 7,92 0,13 381 16,5 304,8 4,58 -
LS0LCF02506038S 2500 11,13 13,28 9,53 0,15 533,4 19,8 457,2 6,58 -
LS0LCF02506050S 2500 11,13 13,28 12,7 0,15 533,4 19,8 457,2 8,76 -
LS0LCF02508050S 2500 14,68 17,7 12,7 0,2 711,2 26,9 609,6 11,7 -
LS0LCF02510063S 2500 18,64 22,17 15,88 0,25 736,6 33,3 609,6 18,33 -
LS0LCF02512075S 2500 22,23 26,67 19,05 0,3 914,4 39,6 762 26,42 -
LS0LCF02512100S 2500 22,23 26,67 25,4 0,3 914,4 39,6 762 35,23 -
LS0LCF02516100S 2500 29,36 35,56 25,4 0,41 965,2 53,3 762 47,15 -
LS0LCF02520125S 2500 37,31 44,45 31,75 0,51 1193,8 66 914,4 73,4 -
LS0LCF04004025S 4000 8,64 10,16 6,35 0,1 381 15,5 304,8 2,22 -
LS0LCF04005031S 4000 9,4 12,7 7,92 0,13 431,8 19,1 304,8 4,58 -
LS0LCF04006038S 4000 11,43 15,75 9,53 0,15 609,6 23,9 457,2 6,58 -
LS0LCF04006050S 4000 11,43 16,51 12,7 0,15 635 24,6 457,2 8,76 -
LS0LCF04008050S 4000 14,99 20,83 12,7 0,2 762 31,5 609,6 11,7 -
LS0LCF04010063S 4000 18,54 25,15 15,88 0,25 838,2 37,8 609,6 18,33 -
LS0LCF04012075S 4000 22,35 30,23 19,05 0,3 990,6 45,5 762 26,42 -
LS0LCF04012100S 4000 22,35 30,48 25,4 0,3 990,6 45,7 762 35,23 -
LS0LCF04016100S 4000 30,48 38,61 25,4 0,41 1016 57,9 762 47,15 -
LS0LCF04020125S 4000 37,34 48,01 31,75 0,51 1270 71,9 914,4 73,4 -
LS0LCF13004025S 13000 11,13 13,54 6,35 0,1 381 20,3 304,8 1,42 -
LS0LCF13005031S 13000 14,3 16,89 7,92 0,13 406,4 25,4 304,8 2,18 -
LS0LCF13006038S 13000 17,07 20,27 9,53 0,15 584,2 30,5 457,2 3,16 -
LS0LCF13006050S 13000 17,07 20,27 12,7 0,15 584,2 30,5 457,2 4,23 -
LS0LCF13008050S 13000 22,23 26,92 12,7 0,2 762 40,4 609,6 5,6 -
LS0LCF13010063S 13000 28,17 33,78 15,88 0,25 812,8 50,8 609,6 8,81 -
LS0LCF13012075S 13000 34,14 40,39 19,05 0,3 1016 60,5 762 12,63 -
LS0LCF13012100S 13000 34,14 40,39 25,4 0,3 1016 60,5 762 16,86 -
LS0LCF13015100S 13000 42,47 50,55 25,4 0,38 1066,8 75,7 762 21,08 -
LS0LCF13020125S 13000 56,36 67,31 31,75 0,51 1320,8 100,8 914,4 42,17 -

Fi = Initial defleciton to reach the load

Fl = Maximum working deflection

MATERIAL
AISI301 (Stainless steel)

NOTES
** Minimum order 5 pcs.
L = Total strip lenght

CONSTANT FORCE SPRING
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MATERIAL THICKNESS: 0.016 +/- 0.0008 in
MATERIAL WIDTH:  1+/- 0.005 in
LENGTH: 38 +/- 1.00 in
INITIAL DEFLECTION: 2.1 in REF
WORKING DEFLECTION: 30 in REF
OUTSIDE DIA: 1.57 in REF
INSIDE DIA: 1.156 +/- 0.03 in 
DRUM DIA: 1.4 in REF
CALCULATED LOAD: 10.6 lbs REF
LIFE CYCLES: 2500 REF
END HOLE DIAMETER: 0.193 in

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  1.78:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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STAINLESS STEEL TYPE 301

NATURAL

MATERIAL:

01/01/2011S NAGLAPURA

PROPRIETARY AND CONFIDENTIAL

LCF 025 16 100S

CONSTANT FORCE SPRING
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MATERIAL THICKNESS: 0.016 +/- 0.0008 in
MATERIAL WIDTH:  1+/- 0.005 in
LENGTH: 38 +/- 1.00 in
INITIAL DEFLECTION: 2.1 in REF
WORKING DEFLECTION: 30 in REF
OUTSIDE DIA: 1.57 in REF
INSIDE DIA: 1.156 +/- 0.03 in 
DRUM DIA: 1.4 in REF
CALCULATED LOAD: 10.6 lbs REF
LIFE CYCLES: 2500 REF
END HOLE DIAMETER: 0.193 in

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  1.78:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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Code no. life 
cycles

d Ø Drum G S L Fi Fl Load ± 20%
(N)

Package
(pcs) **

LS0LCF25004025S 25000 13,46 14,99 6,35 0,1 558,8 22,4 457,2 1,02 -
LS0LCF25005038S 25000 16,51 18,54 9,53 0,13 736,6 27,7 609,6 1,91 -
LS0LCF25006038S 25000 19,56 21,84 9,53 0,15 762 33 609,6 2,31 -
LS0LCF25006050S 25000 20,32 22,86 12,7 0,15 762 34,5 609,6 3,11 -
LS0LCF25008050S 25000 27,18 30,48 12,7 0,2 965,2 45,7 762 4,14 -
LS0LCF25010063S 25000 34,54 38,61 15,88 0,25 1016 57,9 762 6,49 -
LS0LCF25012075S 25000 40,64 45,47 19,05 0,3 1219,2 68,3 914,4 9,3 -
LS0LCF25012100S 25000 40,64 45,47 25,4 0,3 1219,2 68,3 914,4 12,46 -
LS0LCF25015100S 25000 49,78 55,88 25,4 0,38 1422,4 83,8 1066,8 15,57 -
LS0LCF25020125S 25000 64,26 71,88 31,75 0,51 1524 108 1066,8 25,93 -

MATERIAL
AISI301 (Stainless steel)

NOTES
** Minimum order 5 pcs.
L = Total strip lenght

CONSTANT FORCE SPRING

Fi = Initial defleciton to reach the load

Fl = Maximum working deflection
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WIRE DIA: 0.024 in
OUTSIDE DIA (BASE): 0.39 +/- 0.008 in 
INSIDE DIA (TOP): 0.22 +/- 0.004 in
FREE LENGTH: 0.44 +/- 0.015 in
EYELET INSIDE DIA: 0.11 in REF
TOTAL COILS: 4.62 REF
INSTALLED HEIGHT: 0.000 in
APPROXIMATE LOAD: 0.000 lbs
SPRING RATE: 5.872 lbs/in REF
Base eyelet must go through a 0.109 DIA pin freely

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  5.13:1
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LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
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NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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MUSIC WIRE (NICKEL PLATED) PER ASTM A228

PRE-PLATED WITH NICKEL

MATERIAL:

BATTERY SPRING - INTERIOR MOUNT
01/01/2011S NAGLAPURA

LB 024A 01 AA

PROPRIETARY AND CONFIDENTIAL

d-1

d

D

L

S

WIRE DIA: 0.024 in
OUTSIDE DIA (BASE): 0.39 +/- 0.008 in 
INSIDE DIA (TOP): 0.22 +/- 0.004 in
FREE LENGTH: 0.44 +/- 0.015 in
EYELET INSIDE DIA: 0.11 in REF
TOTAL COILS: 4.62 REF
INSTALLED HEIGHT: 0.000 in
APPROXIMATE LOAD: 0.000 lbs
SPRING RATE: 5.872 lbs/in REF
Base eyelet must go through a 0.109 DIA pin freely

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  5.13:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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MUSIC WIRE (NICKEL PLATED) PER ASTM A228

PRE-PLATED WITH NICKEL

MATERIAL:

BATTERY SPRING - INTERIOR MOUNT
01/01/2011S NAGLAPURA

LB 024A 01 AA

PROPRIETARY AND CONFIDENTIAL

d-1

d

D
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LS0LB

Code
spring steel

Code 
CU-BE

Battery 
size

D d d-1 L S Load
 (N)

Solid height Package
(pcs) **

LS0LB024A01AA - AA 9,91 5,59 2,77 11,18 0,61 7,78 3,61 -
LSLB024A01AAA - AAA 9,14 4,06 2,77 9,02 0,61 6,67 4,95 -
LS00LB032A01C - C 13,72 8,38 4,39 13,21 0,81 4,45 8,64 -
LS00LB036A01D - D 16,76 9,14 4,42 18,29 0,91 13,34 4,45 -

- LSLBC028A01AA AA 9,91 5,59 2,77 11,18 0,71 7,78 3,61 -
- LS0LBC028A01AAA AAA 9,14 4,06 2,77 9,02 0,71 6,67 4,95 -
- LS0LBC038A01C C 13,72 8,38 4,39 13,21 0,97 4,45 8,64 -
- LS0LBC040A01D D 16,76 9,14 4,42 18,29 1,02 13,34 4,45 -

MATERIAL - SURFACE TREATMENT
Spring Steel nickel-plated
CU-BE (Beryllium copper alloy) silver-plated

NOTES
** Minimum order 5 pcs.

BATTERY SPRING 
interior mount



L

S

WIRE DIA: 0.036 in
OUTSIDE DIA(BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
EYELET INSIDE DIA: 0.175 in REF
CENTER-TO-CENTER LENGTH: 1.218 in REF
TOTAL COILS: 5.04 REF
INSTALLED HEIGHT: 0.000 in
APPROXIMATE LOAD: 0.000 lbs
SPRING RATE: 5.505 lbs/in REF
Leg's eyelet must go through a 0.174 DIA pin freely

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.42:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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MUSIC WIRE (NICKEL PLATED) PER ASTM A228

PRE-PLATED WITH NICKEL

MATERIAL:

BATTERY SPRING - EXTERIOR MOUNT
01/01/2011S NAGLAPURA

LB 036B 01 D

PROPRIETARY AND CONFIDENTIAL

d

d - 1

D
L

S

WIRE DIA: 0.036 in
OUTSIDE DIA(BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
EYELET INSIDE DIA: 0.175 in REF
CENTER-TO-CENTER LENGTH: 1.218 in REF
TOTAL COILS: 5.04 REF
INSTALLED HEIGHT: 0.000 in
APPROXIMATE LOAD: 0.000 lbs
SPRING RATE: 5.505 lbs/in REF
Leg's eyelet must go through a 0.174 DIA pin freely

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.42:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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MUSIC WIRE (NICKEL PLATED) PER ASTM A228

PRE-PLATED WITH NICKEL

MATERIAL:

BATTERY SPRING - EXTERIOR MOUNT
01/01/2011S NAGLAPURA

LB 036B 01 D

PROPRIETARY AND CONFIDENTIAL

d

d - 1

D
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LS0LB-A

Code
spring steel

Code
CU-BE

Battery 
size

D d d - 1 L S Load
 (N)

Solid height Package
(pcs) **

LS0LB024B01AA - AA 9,91 5,59 2,79 11,18 0,61 7,78 3,61 -
LSLB024B01AAA - AAA 9,14 4,06 2,79 9,02 0,61 6,67 4,95 -
LS00LB032B01C - C 13,72 8,38 4,45 13,21 0,81 4,45 8,64 -
LS00LB036B01D - D 16,76 9,14 4,45 18,29 0,91 13,34 4,45 -

- LSLBC028B01AA AA 9,91 5,59 2,79 11,18 0,71 7,78 3,61 -
- LS0LBC028B01AAA AAA 9,14 4,06 2,79 9,02 0,71 6,67 4,95 -
- LS0LBC038B01C C 13,72 8,38 4,45 13,21 0,97 4,45 8,64 -
- LS0LBC040B01D D 16,76 9,14 4,45 18,29 1,02 13,34 4,45 -

MATERIAL - SURFACE TREATMENT
Spring Steel nickel-plated
CU-BE (Beryllium copper alloy) silver-plated

NOTES
** Minimum order 5 pcs.

BATTERY SPRING 
exterior mount



L

D

S

WIRE DIA: 0.04 in
OUTSIDE DIA(BASE): 0.66 +/- 0.015 in
INSIDE DIAMETER (TOP) : 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/-  0.02 in
CENTER-TO-END LENGTH: 3.000in  REF 
TOTAL COILS: 4.68 REF
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs REF
SPRING RATE: 5.505 lbs/in REF

Units: lbs, inch

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.12:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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BERYLLIUM COPPER (SILVER COATED) PER ASTM B197 or equiv. international standard

PRE-COATED WITH SILVER

MATERIAL:

BATTERY SPRING - ADAPTABLE MOUNT
02/06/2018EYEE

LBC 040C 01 D

PROPRIETARY AND CONFIDENTIAL

d
L

D

S

WIRE DIA: 0.04 in
OUTSIDE DIA(BASE): 0.66 +/- 0.015 in
INSIDE DIAMETER (TOP) : 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/-  0.02 in
CENTER-TO-END LENGTH: 3.000in  REF 
TOTAL COILS: 4.68 REF
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs REF
SPRING RATE: 5.505 lbs/in REF

Units: lbs, inch

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.12:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

BERYLLIUM COPPER (SILVER COATED) PER ASTM B197 or equiv. international standard

PRE-COATED WITH SILVER

MATERIAL:

BATTERY SPRING - ADAPTABLE MOUNT
02/06/2018EYEE

LBC 040C 01 D

PROPRIETARY AND CONFIDENTIAL

d
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LS0LB-B

Code
spring steel

Code
CU-BE

Battery 
size

D d L S Load
 (N)

Solid height Package
(pcs) **

LS0LB024C01AA - AA 9,91 5,59 11,18 0,61 7,78 3,61 -
LSLB024C01AAA - AAA 9,14 4,06 9,02 0,61 6,67 4,95 -
LS00LB032C01C - C 13,72 8,38 13,21 0,81 4,45 8,64 -
LS00LB036C01D - D 16,76 9,14 18,29 0,91 13,34 4,45 -

- LSLBC028C01AA AA 9,91 5,59 11,18 0,71 7,78 3,61 -
- LS0LBC028C01AAA AAA 9,14 4,06 9,02 0,71 6,67 4,95 -
- LS0LBC038C01C C 13,72 8,38 13,21 0,97 4,45 8,64 -
- LS0LBC040C01D D 16,76 9,14 18,29 1,02 13,34 4,45 -

MATERIAL - SURFACE TREATMENT
Spring Steel nickel-plated
CU-BE (Beryllium copper alloy) silver-plated

NOTES
** Minimum order 5 pcs.

BATTERY SPRING 
adaptable mount



L

S

WIRE DIA: 0.04 in
OUTSIDE DIA (BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
CENTER-TO-CENTER LENGTH: 1.34 in REF
TOTAL COILS: 4.68 REF each body
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs each body
SPRING RATE: 5.505 lbs/in REF each body

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.42:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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BERYLLIUM COPPER (SILVER COATED) PER ASTM B197

PRE-COATED WITH SILVER

MATERIAL:

01/01/2011S NAGLAPURA

LBC 040D 01 D

PROPRIETARY AND CONFIDENTIAL BATTERY SPRING - DOUBLE MOUNT

d

D

L

S

WIRE DIA: 0.04 in
OUTSIDE DIA (BASE): 0.66 +/- 0.015 in
INSIDE DIA (TOP): 0.36 +/- 0.008 in
FREE LENGTH: 0.72 +/- 0.02 in
CENTER-TO-CENTER LENGTH: 1.34 in REF
TOTAL COILS: 4.68 REF each body
INSTALLED HEIGHT: 0.000 in REF
APPROXIMATE LOAD: 0.000 lbs each body
SPRING RATE: 5.505 lbs/in REF each body

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  2.42:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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BERYLLIUM COPPER (SILVER COATED) PER ASTM B197

PRE-COATED WITH SILVER

MATERIAL:

01/01/2011S NAGLAPURA

LBC 040D 01 D

PROPRIETARY AND CONFIDENTIAL BATTERY SPRING - DOUBLE MOUNT

d

D
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LS0LB-C

Code
spring steel

Code
CU-BE

Battery 
size

D d L S Load
 (N)

Solid height Package
(pcs) **

LS0LB024D01AA - AA 9,91 5,59 11,18 0,61 7,78 3,61 -
LSLB024D01AAA - AAA 9,14 4,06 9,02 0,61 6,67 4,95 -
LS00LB032D01C - C 13,72 8,38 13,21 0,81 4,45 8,64 -
LS00LB036D01D - D 16,76 9,14 18,29 0,91 13,34 4,45 -

- LSLBC028D01AA AA 9,91 5,59 11,18 0,71 7,78 3,61 -
- LS0LBC028D01AAA AAA 9,14 4,06 9,02 0,71 6,67 4,95 -
- LS0LBC038D01C C 13,72 8,38 13,21 0,97 4,45 8,64 -
- LS0LBC040D01D D 16,76 9,14 18,29 1,02 13,34 4,45 -

MATERIAL - SURFACE TREATMENT
Spring Steel nickel-plated
CU-BE (Beryllium copper alloy) silver-plated

NOTES
** Minimum order 5 pcs.

BATTERY SPRING 
double mount



D

S

WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  67.73333:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

MUSIC WIRE PER ASTM A228

ZINC PLATE PER ASTM B633

MATERIAL:

CONTINUOUS LENGTH EXTENSION SPRING
01/01/2011S NAGLAPURA

LEC085JK 12M

PROPRIETARY AND CONFIDENTIAL

L

D

S

WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  67.73333:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

MUSIC WIRE PER ASTM A228

ZINC PLATE PER ASTM B633

MATERIAL:

CONTINUOUS LENGTH EXTENSION SPRING
01/01/2011S NAGLAPURA

LEC085JK 12M

PROPRIETARY AND CONFIDENTIAL

L
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LS0LE

Code
spring steel

Code
AISI302

D S L Initial tension 
(N) *

Coils / mm Package
(pcs) **

LS0LEC014A12M LS0LEC014A12S 3,18 0,36 304,8 0,53 2,8 -
LS0LEC014A24M LS0LEC014A24S 3,18 0,36 609,6 0,53 2,8 -
LS0LEC014A36M LS0LEC014A36S 3,18 0,36 914,4 0,53 2,8 -
LS0LEC016A12M LS0LEC016A12S 3,18 0,41 304,8 0,89 2,5 -
LS0LEC016A24M LS0LEC016A24S 3,18 0,41 609,6 0,89 2,5 -
LS0LEC016A36M LS0LEC016A36S 3,18 0,41 914,4 0,89 2,5 -
LS0LEC018A12M LS0LEC018A12S 3,18 0,46 304,8 1,33 2,2 -
LS0LEC018A24M LS0LEC018A24S 3,18 0,46 609,6 1,33 2,2 -
LS0LEC018A36M LS0LEC018A36S 3,18 0,46 914,4 1,33 2,2 -
LS0LEC020A12M LS0LEC020A12S 3,18 0,51 304,8 1,78 2 -
LS0LEC020A24M LS0LEC020A24S 3,18 0,51 609,6 1,78 2 -
LS0LEC020A36M LS0LEC020A36S 3,18 0,51 914,4 1,78 2 -
LS0LEC022A12M LS0LEC022A12S 3,18 0,56 304,8 2 1,8 -
LS0LEC022A24M LS0LEC022A24S 3,18 0,56 609,6 2 1,8 -
LS0LEC022A36M LS0LEC022A36S 3,18 0,56 914,4 2 1,8 -
LS0LEC018C12M LS0LEC018C12S 6,35 0,46 304,8 0,44 2,2 -
LS0LEC018C24M LS0LEC018C24S 6,35 0,46 609,6 0,44 2,2 -
LS0LEC018C36M LS0LEC018C36S 6,35 0,46 914,4 0,44 2,2 -
LS0LEC022C12M LS0LEC022C12S 6,35 0,56 304,8 0,89 1,8 -
LS0LEC022C24M LS0LEC022C24S 6,35 0,56 609,6 0,89 1,8 -
LS0LEC022C36M LS0LEC022C36S 6,35 0,56 914,4 0,89 1,8 -
LS0LEC026C12M LS0LEC026C12S 6,35 0,66 304,8 1,78 1,5 -
LS0LEC026C24M LS0LEC026C24S 6,35 0,66 609,6 1,78 1,5 -
LS0LEC026C36M LS0LEC026C36S 6,35 0,66 914,4 1,78 1,5 -
LS0LEC029C12M LS0LEC029C12S 6,35 0,74 304,8 2,45 1,4 -
LS0LEC029C24M LS0LEC029C24S 6,35 0,74 609,6 2,45 1,4 -
LS0LEC029C36M LS0LEC029C36S 6,35 0,74 914,4 2,45 1,4 -
LS0LEC031C12M LS0LEC031C12S 6,35 0,79 304,8 3,11 1,3 -
LS0LEC031C24M LS0LEC031C24S 6,35 0,79 609,6 3,11 1,3 -
LS0LEC031C36M LS0LEC031C36S 6,35 0,79 914,4 3,11 1,3 -
LS0LEC034C12M LS0LEC034C12S 6,35 0,86 304,8 3,78 1,2 -
LS0LEC034C24M LS0LEC034C24S 6,35 0,86 609,6 3,78 1,2 -
LS0LEC034C36M LS0LEC034C36S 6,35 0,86 914,4 3,78 1,2 -
LS0LEC037C12M LS0LEC037C12S 6,35 0,94 304,8 4,45 1,1 -
LS0LEC037C24M LS0LEC037C24S 6,35 0,94 609,6 4,45 1,1 -
LS0LEC037C36M LS0LEC037C36S 6,35 0,94 914,4 4,45 1,1 -
LS0LEC041C12M LS0LEC041C12S 6,35 1,04 304,8 4,67 1 -
LS0LEC041C24M LS0LEC041C24S 6,35 1,04 609,6 4,67 1 -
LS0LEC041C36M LS0LEC041C36S 6,35 1,04 914,4 4,67 1 -

MATERIAL
Spring Steel oiled
AISI302 (Stainless steel)

NOTES
* The initial tension indicated in the table refers to the 
   version in spring steel.

The values for the AISI302 version are 83.3% of this 
data.

** Minimum order 5 pcs.

EXTENSION SPRING 
continuous length



D

S

WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  67.73333:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.
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MUSIC WIRE PER ASTM A228

ZINC PLATE PER ASTM B633

MATERIAL:

CONTINUOUS LENGTH EXTENSION SPRING
01/01/2011S NAGLAPURA

LEC085JK 12M

PROPRIETARY AND CONFIDENTIAL

L

D

S

WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs

REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  67.73333:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
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LS0LE

Code
spring steel

Code
AISI302

D S L Initial tension 
(N) *

Coils / mm Package
(pcs) **

LS0LEC026D12M LS0LEC026D12S 9,53 0,66 304,8 0,98 1,5 -
LS0LEC026D24M LS0LEC026D24S 9,53 0,66 609,6 0,98 1,5 -
LS0LEC026D36M LS0LEC026D36S 9,53 0,66 914,4 0,98 1,5 -
LS0LEC031D12M LS0LEC031D12S 9,53 0,79 304,8 1,33 1,3 -
LS0LEC031D24M LS0LEC031D24S 9,53 0,79 609,6 1,33 1,3 -
LS0LEC031D36M LS0LEC031D36S 9,53 0,79 914,4 1,33 1,3 -
LS0LEC034D12M LS0LEC034D12S 9,53 0,86 304,8 2,22 1,2 -
LS0LEC034D24M LS0LEC034D24S 9,53 0,86 609,6 2,22 1,2 -
LS0LEC034D36M LS0LEC034D36S 9,53 0,86 914,4 2,22 1,2 -
LS0LEC037D12M LS0LEC037D12S 9,53 0,94 304,8 3,11 1,1 -
LS0LEC037D24M LS0LEC037D24S 9,53 0,94 609,6 3,11 1,1 -
LS0LEC037D36M LS0LEC037D36S 9,53 0,94 914,4 3,11 1,1 -
LS0LEC039D12M LS0LEC039D12S 9,53 0,99 304,8 3,56 1 -
LS0LEC039D24M LS0LEC039D24S 9,53 0,99 609,6 3,56 1 -
LS0LEC039D36M LS0LEC039D36S 9,53 0,99 914,4 3,56 1 -
LS0LEC041D12M LS0LEC041D12S 9,53 1,04 304,8 4 1 -
LS0LEC041D24M LS0LEC041D24S 9,53 1,04 609,6 4 1 -
LS0LEC041D36M LS0LEC041D36S 9,53 1,04 914,4 4 1 -
LS0LEC045D12M LS0LEC045D12S 9,53 1,14 304,8 5,34 0,9 -
LS0LEC045D24M LS0LEC045D24S 9,53 1,14 609,6 5,34 0,9 -
LS0LEC045D36M LS0LEC045D36S 9,53 1,14 914,4 5,34 0,9 -
LS0LEC049D12M LS0LEC049D12S 9,53 1,24 304,8 6,67 0,8 -
LS0LEC049D24M LS0LEC049D24S 9,53 1,24 609,6 6,67 0,8 -
LS0LEC049D36M LS0LEC049D36S 9,53 1,24 914,4 6,67 0,8 -
LS0LEC052D12M LS0LEC052D12S 9,53 1,32 304,8 7,78 0,8 -
LS0LEC052D24M LS0LEC052D24S 9,53 1,32 609,6 7,78 0,8 -
LS0LEC052D36M LS0LEC052D36S 9,53 1,32 914,4 7,78 0,8 -
LS0LEC055D12M LS0LEC055D12S 9,53 1,4 304,8 8,9 0,7 -
LS0LEC055D24M LS0LEC055D24S 9,53 1,4 609,6 8,9 0,7 -
LS0LEC055D36M LS0LEC055D36S 9,53 1,4 914,4 8,9 0,7 -
LS0LEC058D12M LS0LEC058D12S 9,53 1,47 304,8 11,12 0,7 -
LS0LEC058D24M LS0LEC058D24S 9,53 1,47 609,6 11,12 0,7 -
LS0LEC058D36M LS0LEC058D36S 9,53 1,47 914,4 11,12 0,7 -
LS0LEC034E12M LS0LEC034E12S 12,7 0,86 304,8 1,33 1,2 -
LS0LEC034E24M LS0LEC034E24S 12,7 0,86 609,6 1,33 1,2 -
LS0LEC034E36M LS0LEC034E36S 12,7 0,86 914,4 1,33 1,2 -
LS0LEC037E12M LS0LEC037E12S 12,7 0,94 304,8 1,78 1,1 -
LS0LEC037E24M LS0LEC037E24S 12,7 0,94 609,6 1,78 1,1 -
LS0LEC037E36M LS0LEC037E36S 12,7 0,94 914,4 1,78 1,1 -

MATERIAL
Spring Steel oiled
AISI302 (Stainless steel)

NOTES
* The initial tension indicated in the table refers to the 
   version in spring steel.

The values for the AISI302 version are 83.3% of this 
data.

** Minimum order 5 pcs.
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WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs
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WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
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REVISIONS

ZONE REV. DESCRIPTION DATE APPROVED

NR
DO NOT SCALE DRAWINGSCALE:  67.73333:1

REVDWG.  NO.

A
SIZE

LEE SPRING COMPANY
140 58TH ST,
BROOKLYN, NY 11220
Ph: 888-SPRINGS
FAX: 888-426-6655
E: SALES@LEESPRING.COM

NAME DATE

Q.A.
MFG APPR.

ENG APPR.

CHECKED

DRAWN

FINISH:

THE INFORMATION CONTAINED IN THIS
DRAWING IS THE SOLE PROPERTY OF 
LEE SPRING COMPANY. ANY 
REPRODUCTION IN PART OR AS A WHOLE
WITHOUT THE WRITTEN PERMISSION OF 
LEE SPRING COMPANY IS PROHIBITED.

5 4 3 2 1

MUSIC WIRE PER ASTM A228

ZINC PLATE PER ASTM B633

MATERIAL:

CONTINUOUS LENGTH EXTENSION SPRING
01/01/2011S NAGLAPURA

LEC085JK 12M

PROPRIETARY AND CONFIDENTIAL

L

10.36www.gberardi.com - ic@gberardi.com

1

2

3

4

5

6

7

8

9

10

11

12

13

14

15

16

17

18

19

20

LS0LE

Code
spring steel

Code
AISI302

D S L Initial tension 
(N) *

Coils / mm Package
(pcs) **

LS0LEC041E12M LS0LEC041E12S 12,7 1,04 304,8 2,22 1 -
LS0LEC041E24M LS0LEC041E24S 12,7 1,04 609,6 2,22 1 -
LS0LEC041E36M LS0LEC041E36S 12,7 1,04 914,4 2,22 1 -
LS0LEC045E12M LS0LEC045E12S 12,7 1,14 304,8 3,11 0,9 -
LS0LEC045E24M LS0LEC045E24S 12,7 1,14 609,6 3,11 0,9 -
LS0LEC045E36M LS0LEC045E36S 12,7 1,14 914,4 3,11 0,9 -
LS0LEC049E12M LS0LEC049E12S 12,7 1,24 304,8 3,91 0,8 -
LS0LEC049E24M LS0LEC049E24S 12,7 1,24 609,6 3,91 0,8 -
LS0LEC049E36M LS0LEC049E36S 12,7 1,24 914,4 3,91 0,8 -
LS0LEC055E12M LS0LEC055E12S 12,7 1,4 304,8 5,78 0,7 -
LS0LEC055E24M LS0LEC055E24S 12,7 1,4 609,6 5,78 0,7 -
LS0LEC055E36M LS0LEC055E36S 12,7 1,4 914,4 5,78 0,7 -
LS0LEC063E12M LS0LEC063E12S 12,7 1,6 304,8 8,9 0,6 -
LS0LEC063E24M LS0LEC063E24S 12,7 1,6 609,6 8,9 0,6 -
LS0LEC063E36M LS0LEC063E36S 12,7 1,6 914,4 8,9 0,6 -
LS0LEC067E12M LS0LEC067E12S 12,7 1,7 304,8 15,57 0,6 -
LS0LEC067E24M LS0LEC067E24S 12,7 1,7 609,6 15,57 0,6 -
LS0LEC067E36M LS0LEC067E36S 12,7 1,7 914,4 15,57 0,6 -
LS0LEC075E12M LS0LEC075E12S 12,7 1,91 304,8 22,24 0,5 -
LS0LEC075E24M LS0LEC075E24S 12,7 1,91 609,6 22,24 0,5 -
LS0LEC075E36M LS0LEC075E36S 12,7 1,91 914,4 22,24 0,5 -
LS0LEC049G12M LS0LEC049G12S 19,05 1,24 304,8 2,62 0,8 -
LS0LEC049G24M LS0LEC049G24S 19,05 1,24 609,6 2,62 0,8 -
LS0LEC049G36M LS0LEC049G36S 19,05 1,24 914,4 2,62 0,8 -
LS0LEC055G12M LS0LEC055G12S 19,05 1,4 304,8 3,56 0,7 -
LS0LEC055G24M LS0LEC055G24S 19,05 1,4 609,6 3,56 0,7 -
LS0LEC055G36M LS0LEC055G36S 19,05 1,4 914,4 3,56 0,7 -
LS0LEC063G12M LS0LEC063G12S 19,05 1,6 304,8 5,34 0,6 -
LS0LEC063G24M LS0LEC063G24S 19,05 1,6 609,6 5,34 0,6 -
LS0LEC063G36M LS0LEC063G36S 19,05 1,6 914,4 5,34 0,6 -
LS0LEC069G12M LS0LEC069G12S 19,05 1,75 304,8 7,12 0,6 -
LS0LEC069G24M LS0LEC069G24S 19,05 1,75 609,6 7,12 0,6 -
LS0LEC069G36M LS0LEC069G36S 19,05 1,75 914,4 7,12 0,6 -
LS0LEC075G12M LS0LEC075G12S 19,05 1,91 304,8 8,9 0,5 -
LS0LEC075G24M LS0LEC075G24S 19,05 1,91 609,6 8,9 0,5 -
LS0LEC075G36M LS0LEC075G36S 19,05 1,91 914,4 8,9 0,5 -
LS0LEC085G12M LS0LEC085G12S 19,05 2,16 304,8 12,46 0,5 -
LS0LEC085G24M LS0LEC085G24S 19,05 2,16 609,6 12,46 0,5 -
LS0LEC085G36M LS0LEC085G36S 19,05 2,16 914,4 12,46 0,5 -

MATERIAL
Spring Steel oiled
AISI302 (Stainless steel)

NOTES
* The initial tension indicated in the table refers to the 
   version in spring steel.

The values for the AISI302 version are 83.3% of this 
data.

** Minimum order 5 pcs.

EXTENSION SPRING 
continuous length
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WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs
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WIRE DIA : 0.085 in
OUTSIDE DIA : 1.125 +/- 0.02 in
FREE LENGTH : 12 +/- 0.24 in
ACTIVE COILS :  140.176 REF
INITIAL TENSION : 1.89 +/- 0.378 lbs
SPRING RATE : 1 +/- 0.1 lbs/in
END TYPE : PLAIN ENDS, NO LOOPS

Units: inch, lbs
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LS0LE

Phase 1
Bend the spring 
180 degrees at the 
desired length 
and cut the wire.

Phase 2
Where the wire 
has been cut, 
bend the last coil 
away 45 degrees. 
For a double loop, 
bend the last two coils 
45 degrees. 
Do not use heat to help 
bend the wire.

Phase 3
Bend the cut end of the 
loop into the center 
of the body. 
This could require pliers. 
It might be necessary to 
bend the loop beyond the 
center of the body, to allow 
it to bend backwards.

Phase 4
Cut the end 
of the loop 
to create the space 
needed for assembly 
of the spring.

Different types of loops and hooks are available for constant length extension springs:

Code
spring steel

Code
AISI302

D S L Initial tension 
(N) *

Coils / mm Package
(pcs) **

LS0LEC093G12M LS0LEC093G12S 19,05 2,36 304,8 15,57 0,4 -
LS0LEC093G24M LS0LEC093G24S 19,05 2,36 609,6 15,57 0,4 -
LS0LEC093G36M LS0LEC093G36S 19,05 2,36 914,4 15,57 0,4 -
LS0LEC105G12M LS0LEC105G12S 19,05 2,67 304,8 26,69 0,4 -
LS0LEC105G24M LS0LEC105G24S 19,05 2,67 609,6 26,69 0,4 -
LS0LEC105G36M LS0LEC105G36S 19,05 2,67 914,4 26,69 0,4 -
LS0LEC112G12M LS0LEC112G12S 19,05 2,84 304,8 35,59 0,4 -
LS0LEC112G24M LS0LEC112G24S 19,05 2,84 609,6 35,59 0,4 -
LS0LEC112G36M LS0LEC112G36S 19,05 2,84 914,4 35,59 0,4 -
LSLEC085JK12M LSLEC085JK12S 28,58 2,16 304,8 8,41 0,5 -
LSLEC085JK24M LSLEC085JK24S 28,58 2,16 609,6 8,41 0,5 -
LSLEC085JK36M LSLEC085JK36S 28,58 2,16 914,4 8,41 0,5 -
LSLEC105JK12M LSLEC105JK12S 28,58 2,67 304,8 15,12 0,4 -
LSLEC105JK24M LSLEC105JK24S 28,58 2,67 609,6 15,12 0,4 -
LSLEC105JK36M LSLEC105JK36S 28,58 2,67 914,4 15,12 0,4 -
LSLEC125JK12M LSLEC125JK12S 28,58 3,18 304,8 24,51 0,3 -
LSLEC125JK24M LSLEC125JK24S 28,58 3,18 609,6 24,51 0,3 -
LSLEC125JK36M LSLEC125JK36S 28,58 3,18 914,4 24,51 0,3 -

MATERIAL
Spring Steel oiled
AISI302 (Stainless steel)

NOTES
* The initial tension indicated in the table refers to the    
   version in spring steel.

The values for the AISI302 version are 83.3% of this 
data.

** Minimum order 5 pcs.

EXTENSION SPRING 
continuous length


